










The adhesive used in Brother RD rolls has  
been certified safe for food labelling

Many different types of labels can be  
printed with the TD-2000 series

Pre-sized paper labels
RD-S05E1 1552/Roll 51mm x 26mm (white)

Receipt paper roll
RD-S07E5 Continuous Roll 58mm x 86m

Brother rolls can also be customised to any specification  
(subject to minimum order quantities).

Brother RD label rolls are made  
of high quality paper, and are  
easy to install
Brother RD label rolls
The TD-2000 series uses Brother RD labels. Available in die-cut and also continuous 
length rolls, they offer high quality printing, added protection against marks and scuffs 
and are available in various sizes.

Environmentally sourced rolls
Brother takes its environmental responsibilities seriously, and as such, the paper used in 
the manufacture of Brother RD label rolls is sourced from sustainable forests.

Brother RD labels also contain no Bisphenol-A, a common chemical used in the 
manufacture of inferior labels. As such, Brother RD labels are safe to use in the food 
industry, and also pose no hazard to the health of infants and young children.
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TD-2020 TD-2120N TD-2130N
Printing & Options
Printing Technology Direct Thermal
Printing Resolution 203dpi 203dpi 300dpi
Print Speed (Depends on 
the media used)

Maximum 152.4 mm/sec (6 ips)
(Under Brother standard environment)

Maximum Print Width Maximum 56 mm
Maximum Print Length Maximum 1 m
Minimum Print Length 6 mm
Buttons Power button, Feed button, Print button
Printer Memory 6 MB or maximum 99 templates
AC Power Supply AC Adapter (100 - 240 V 50/60 Hz)

Release Mode
Standard: Continuous, tear off
Optional: Not supported

Standard: Continuous, tear off
Optional: Peeled

Optional Extras* Not supported

Rechargeable Battery (PA-BT-4000LI), Battery Base (PA-BB-001), 
Touch Panel Display (PA-TDU-001), Label Peeler (PA-LP-001), 
Bluetooth Interface (PA-BI-001), WLAN Interface (PA-WI-001) 
Serial Adapter (PA-SCA-001)

Size
Weight Approximately 1.32 kg Approximately 1.34 kg
Dimensions Approximately 110 mm (W) x 215 mm (D) x 172 mm (H)

Interface
USB USB Ver 2.0 (Full Speed) (mini-B, Peripheral)
Serial RS232C Original serial cable - PA-SCA-001*
Wired LAN Not Supported 10/100BASE-TX
USB Host Port Not supported Supports only PA-WI-001 (optional) or barcode readers **

Bluetooth®
The Bluetooth® interface (optional) 
is required

Not supported

Bluetooth® Ver.2.0+EDR (Class 2)
Bluetooth® -compatible profi les
SPP (Serial Port Profi le)
OPP (Object Push Profi le)
BIP (Basic Imaging Profi le)

WLAN (the WLAN interface (optional) 
is required) Not supported

Wireless LAN IEEE802.11 b/g/n 
(Infrastruture Mode/Adhoc Mode)

Operating Environment

Operating System Support
Microsoft®Windows®
XP/Windows Vista®/
Windows® 7/Windows®8

Microsoft®Windows®XP/Windows
Vista®/Windows®7/Windows®8, Microsoft® Windows 
Server® 2003/2008/2008 R2/2012

SDK Support Windows® b-PAC Windows® b-PAC SDK, iOS®, AndroidTM, Windows MobileTM

Printer Commands P-touch Template2.0 (includes ZPLII® emulation), Raster, ESC/P

Printer Driver
Microsoft® Windows® XP/
Windows Vista®/Windows® 7/ 
Windows® 8

Microsoft® Windows® XP/Windows Vista®/Windows® 7/
Windows® 8/ Microsoft® Windows Server® 2003/2008/2008 
R2/2012

Operating Temperature Operate: 5C to 40C
Operate: 5C to 40C
Charge: 5C to 40C

Operating Humidity 20 to 80% (No condensation, Maximum wet bulb temperature: 27C)
Storage Temperature -20 C to 60 C 
Storage Humidity 20 to 80% (No condensation, Maximum wet bulb temperature: 45C)

Specifi cations

Brother International Europe Ltd 

Brother House, 1 Tame Street, Audenshaw,
Manchester M34 5JE
Tel:+44 (0)161-330 6531

www.brother.eu

*requires additional purchase 
**When using the RS-232C interface with an external barcode reader it must 
be used with the PA-SCA-001 (RJ25 to DB9M serial adapter)
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