
The Pro  
Tape range

Professional grade labels for Trade

P-touch Pro Tapes are built with tough and durable professional grade 
materials and adhesives. From new Heat Shrink Tube to Strong Adhesive tape, 
choose the right tape for the job. 

View the range of Pro Tapes from your  
local branch or visit www.brother.eu

Heat Shrink Tube

Self-LaminatingFlexible ID

Strong Adhesive

Full testing information at www.brother.eu/tze-data

MARK OF A SMART
PROFESSIONAL

New



The Pro Tape range
6mm 9mm 12mm 18mm 24mm 36mm

TZe-FX231Black on white

Black on yellow

TZe-FX241TZe-FX211 TZe-FX221 TZe-FX251 TZe-FX261

TZe-FX631 TZe-FX641TZe-FX611 TZe-FX621 TZe-FX651 TZe-FX661

TZe STRONG ADHESIVE LAMINATED - 8 M

Black on white

Black on transparent

Black on yellow

TZe-S231 TZe-S241TZe-S211 TZe-S221 TZe-S251 TZe-S261

TZe-S131 TZe-S141TZe-S121 TZe-S151

TZe-S631 TZe-S641TZe-S621 TZe-S651

TZe-SE4Black on white TZe-SE5

HSe-211E HSe-261E HSe-221E HSe-231E HSe-251E

Black on white

Black on yellow

TZe-SL251 TZe-SL261

TZe-SL651 TZe-SL661

Black on green

FLe-2511*

FLe-6511*

FLe-7511*

Black on white

Black on yellow

Black on white STe-161STe-141 STe-151

5.2mm 9.0mm 11.2mm 21.0mm 31.0mm

For smooth, rough, textured and powder coated surfaces. With 3 times more strength on textured surfaces, than Brother 
standard tape on average. 

TZe FLEXIBLE ID LAMINATED - 8 M

With specially formulated adhesive to wrap securely around wires and cables with a diameter of 3mm or larger.

TZe SELF-LAMINATING - 8 M

Provides a protective layer over the printed area for cable marking. Our cost saving solution laminates text during printing, 
which means 24mm tape is suitable for larger diameter CAT6A cables.

TZe SECURITY LAMINATED - 8 M

When the label is peeled, it leaves behind a ‘checkerboard’ pattern indicating the label has been tampered with.

FLe FLAG (DIE-CUT) - 72 LABELS

Die cut non-laminated flag label. New improved single label structure makes it simple to apply once printed. 
Suitable for Fibre Optic cables.

STe STENCIL - 3 M

Non-adhesive tape used as a mask to permanently mark conductive surfaces using electrolytic marking chemicals and 
equipment, or to mark glass using a glass etching paste.

HSe 3:1 HEAT SHRINK TUBE - 1.5M

Printable tube, when shrunk down it ensures a secure fit on wires and cables. Shrink ratio 3:1.

* Labels are: 45mm x 21mm when printed. 45mm x 10.5mm once applied.

Laminated Temperature
Resistant

Water 
Resistant

Fade 
Resistant

Abrasion
Resistant

Chemical 
Resistant

Strong 
Adhesion

Black on white

Black on yellow HSe-611E HSe-661EHSe-621E HSe-631E HSe-651E
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