
3. Insert the Tape Cassette

• After the tape passes under the Tape Guide, pull the tip 
to remove any slack in the tape.

• Make sure the tape is not caught in the Label Printer 
when inserting or removing the Tape Cassette.

1. Insert the Tape Cassette following the illustration under 
the Tape Cassette Compartment Cover. Confirm that the 
tip of the tape is pointed at the Tape Exit Slot.

2. Press the Tape Cassette into the Label Printer until 
it locks into place, and then close the Tape Cassette 
Compartment Cover.

End of tape
Tape Guide

4. Turn the Power ON or OFF To print from the Label Printer, go to 
 1. Print from the Label Printer

To print from your computer, go to
 2. Print from Your Computer

To print from your mobile device, go to
 3. Print from Your Mobile Device

Power on Press .

Power off Press and hold  until the Label 
Printer turns off.

PT-D460BT

D460BT

Mēs Jums pateicamies par PT-D460BT modeļa iegādi (turpmāk tekstā “uzlīmju printeris”). Jūsu 
iekārta PT-D460BT rada profesionālas, augstas kvalitātes, noturīgas uzlīmes. Turklāt pieejamā 
lentes kasešu dažādība Jums ļauj drukāt uzlīmes dažādos platumos un aizraujošās krāsās. 
Lūdzam Jūs izlasīt šo rokasgrāmatu, ieskaitot Produkta drošības rokasgrāmatas sadaļu pirms šī 
uzlīmju printera izmantošanas.
Pēc šīs rokasgrāmatas izlasīšanas, uzglabājiet to drošā vietā.

Lai iegūtu informāciju par BUJ, traucējummeklēšanu, kā arī lai lejupielādētu programmatūru un 
rokasgrāmatas, apmeklējiet vietni support.brother.com.

Materiāli
Brother TZe lentes kasete Pieejamie platumi: 3,5 mm, 6 mm, 9 mm, 12 mm, 18 mm

Galviņas tīrīšanas lentes kasete TZe-CL4

AC Adapter

1

2

3. Print from Your Mobile Device
Application Installation
Download the following application from the App Store or Google Play™:

Brother 
iPrint&Label

Create labels for business use, including 
barcodes, office equipment labels, and folder 
tab labels.

Support Center
App

This app provides access to setup 
information, product manuals, FAQs, 
and troubleshooting tips.

To save tape, enable the Chain Printing setting in Brother iPrint&Label.
Print your labels and leave the last label in the Label Printer until you are ready to print 
a new label.

How to enable or disable Bluetooth
1. Check that the printer is on.
2.  [Settings]  /  [Bluetooth]  /  [Bluetooth (On/
Off)]  /  [On]/[Off]  / 

Pair the Label Printer with Your Mobile Device via Bluetooth

PT-D460BT

1. Go to your mobile device’s settings 
menu and enable the Bluetooth 
option.

2. Use the pairing number displayed 
on the Application Download Label 
attached to the front of the Label 
Printer.

• If the printer prompts you to enter a PIN, enter “0000”.
• Pairing instructions may differ slightly, depending on your mobile device.
• If your mobile device cannot discover the printer via Bluetooth, check the following:

- Place your mobile device as close as possible to the Label Printer.
- Make sure there are no obstacles or items that emit radio waves, such as a 

microwave oven, between the Label Printer and your mobile device.
• If a Bluetooth pass key appears on the Label printer’s LCD during pairing, make sure 

your mobile device displays the same Bluetooth pass key, and then press [OK].
• This Label Printer does not support Wi-Fi connections.

1. Print from the Label Printer

STEP 1 Enter Text

STEP 2 Preview Labels

STEP 3 Print Labels

2

3
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Starter 
Tape Cassette

USB Cable

AC Adapter

1. Caps mode
2-7. Font Style Icons
8. Label Width x Label Length
9. Block number

10. Line number
11. Cursor
12. Return mark

Tape Cassette 
Compartment 
Cover

Tape Exit Slot

LCD

Keyboard

Power
Preview

USB Port
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11 12
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The components included in the box may differ depending on your country or region.

Serial Number Location

Serial Number

Use the Label Printer

Drošības pasākumi
Pārliecinieties, ka Jūs izlasāt šo sadaļu pirms produkta lietošanas. Tā ietver svarīgas drošības instrukcijas.
Mēs Jums iesakām uzglabāt šo dokumentu netālu no iekārtas turpmākai uzziņai. 

• Jautājumos par apkopi, uzstādīšanu vai remontu, sazinieties ar savu vietējo Brother klientu apkalpošanas daļu
vai Brother izplatītāju.
• Ja produkts nedarbojas pareizi, vai parādās kādas citas kļūdas, vai arī bojāta kabeļa gadījumā, izslēdziet
produktu, atvienojiet visus kabeļus un sazinieties ar Brother klientu apkalpošanas nodaļu vai ar Brother
izplatītāju.
• Mēs neuzņemamies atbildību par bojājumiem, kas ir radušies no zemestrīcēm, ugunsgrēka, citām katastrofām,
trešo pušu darbībām, lietotāja tīšu vai  nolaidīgu darbību, nepareizu lietošanu vai darbībām citos īpašos
apstākļos.
• Mēs neuzņemamies atbildību par bojājumiem (tādiem kā zaudējumi, uzņēmuma peļņas zaudējumi, zaudēta
peļņa, biznesa pārtraukumi vai zaudēts saziņas līdzeklis), kas var rasties no šī produkta izmantošanas vai
neprasmīgas izmantošanas.
• Mēs neuzņemamies atbildību par bojājumiem, kas var rasties no nepareizas produkta lietošanas, pieslēdzot
tam nesaderīgu aprīkojumu vai izmantojot nesaderīgu programmatūru.
• Mēs neuzņemamies atbildību par bojājumiem vai zaudētu peļņu, ko ir izraisījusi ar šo produktu radītu uzlīmju
lietošana, datu pazušana vai to izmaiņas  atteices, remonta vai  palīgmateriālu rezultātā, un mēs nepieņemam 
nekādas pretenzijas no trešās puses.
• Brother patur tiesības veikt izmaiņas šeit iekļautajās specifikācijās un materiālos bez iepriekšēja brīdinājuma
Turklāt Brother nav atbildīgs par bojājumiem (to skaitā izrietošajiem bojājumiem), kas ir radušies šo materiālu 
rezultātā, ieskaitot, bet neaprobežojoties ar tipogrāfiskajām un citām kļūdām, kas ir saistītas ar publikācijām.
• Lai iegūtu papildinformāciju par pieejamo programmatūru, skatiet Lietotāja rokasgrāmatu Brother atbalsta

vietnē support.brother.com.
• Jaunākā Jūsu produkta dokumentācijas versija ir pieejama Brother atbalsta vietnē support.brother.com.
• Pieejamie modeļi, piederumi un materiāli var atšķirties atkarībā no valsts vai reģiona.
• Šis produkts ir apstiprināts lietošanai tikai tā iegādes valstī vai reģionā.

• NEDARBINIET, nelādējiet un neuzglabājiet uzlīmju printeri, maiņstrāvas adapteri, USB kabeli un sārma
baterijas šādās vietās (citādi var rasties ugunsgrēks, elektrošoks, dūmi vai bojājums):
- Ūdens tuvumā, piemēram, vannas istabā vai pie ūdens sildītāja, vai īpaši  mitrā vai aukstā vietā.*
- Vietā, kur iekārta ir pakļauta lietum vai mitrumam.
- Īpaši putekļainā vietā.
- Īpaši karstā vietā, piemēram, netālu no atklātas uguns, sildītājiem vai tiešā saules gaismā.
- Automašīnā, tiešā saules gaismā, .
- Vietā, kur var rasties kondensāts.
- Lielā augstumā.
- Pērkona negaisa laikā.

• NEIZMANTOJIET uzlīmju printeri, kad tajā atrodas svešķermenis. Ja ūdens, metāla priekšmets vai kāds cits
priekšmets iekļūst uzlīmju printerī, atvienojiet maiņstrāvas adapteri un izņemiet baterijas (ja tādas atrodas
iekārtā). Pēc tam sazinieties ar vietējo Brother izplatītāju, lai vienotos par iekārtas remontu.

• Ja uzlīmju printerī vai tā ligzdās, savienotājos, pieslēgvietās vai bateriju nodalījumā ir nonākuši kādi
svešķermeņi, pārstājiet izmantot uzlīmju printeri, izslēdziet to un tad atvienojiet kabeļus vai baterijas (ja tādas ir
uzstādītas).

• Pārstājiet izmantot uzlīmju printeri, ja nav pamanāmu noviržu, piemēram, slikts aromāts, karstums, troksnis,
deformācijas vai krāsas maiņa.

• NEIZMANTOJIET bojātu maiņstrāvas adapteri.
Lai izvairītos no uzlīmju printera, maiņstrāvas adaptera, USB kabeļa vai sārma bateriju bojājumiem

- NENOVIETOJIET uz tā smagumus.
- NEDEMONTĒJIET un nepārveidojiet tos.
- NEPIEĻAUJIET to nokrišanu, nesitiet tos.
- NEĻAUJIET tiem samirkt, piemēram, pieskaroties tiem ar slapjām rokām vai izlejot šķidrumus uz tiem.

• DO NOT use the Label Printer in special environments, such as near medical equipment. Electromagnetic 
waves may cause the medical equipment to malfunction.

• Users with heart pacemakers must move away from the Label Printer if they sense any abnormalities. Then, 
immediately seek the advice of a medical professional.

• DO NOT forcibly bend or pull the USB Cable or AC Adapter.
• DO NOT touch the AC Adapter or plug with wet hands, otherwise an electrical shock may occur.
• Use only the specified AC Adapter.
• Use only the AC Adapter and USB Cable included with your Label Printer. Failure to do so may result in an 

injury to yourself or others, or damage to the Label Printer, or other property. Brother does not assume any 
responsibility for any accident or damage resulting from not using the specified AC Adapter and USB Cable.

• DO NOT connect the included AC Adapter and USB Cable to other products.
• Use the AC Adapter with standard electrical sockets (AC 100 V - 240 V 50/60 Hz).
• Insert the plug firmly into the electrical socket.
• DO NOT use the batteries if they are damaged or leaking.
• Keep batteries away from infants. If batteries are ingested, contact emergency services immediately.
• DO NOT use sharp objects, such as tweezers or a metallic pen, to remove or replace batteries.
• If liquid (electrolyte) from the batteries gets into the eyes, wash them immediately with clean water. Contact 

emergency services immediately.
• DO NOT solder connections to the batteries.
• DO NOT use the batteries with the polarity (+) (-) reversed.
• DO NOT connect the + and - terminals with metal objects such as wire.
• DO NOT incinerate the batteries or dispose of them with household waste.
• Keep fingers and other body parts away from the Cutter unit.
• DO NOT touch the Cutter unit’s blade or insert your fingers inside the 

Tape Exit Slot, otherwise fingers and other body parts may be injured.
• DO NOT touch any metal parts near the Print Head. The Print Head 

becomes very hot during and immediately after use. DO NOT touch it 
directly with your hands.

CAUTION Failure to observe instructions and warnings could result in minor or moderate injuries.

Label Printer, USB Cable, AC Adapter, Alkaline Batteries

• Use only the specified AA alkaline batteries (LR6).
• DO NOT use combinations of old and new batteries or combinations of different types, charging levels, 

manufacturers, or models.
• DO NOT drop the Label Printer when removing it from the box or relocating it, otherwise you may get 

injured.
• Be careful when closing the Tape Cassette Compartment Cover. There is a risk of injury if your finger gets 

pinched between the upper and lower parts of the cover.
• When you are not using the Label Printer, store it out of the reach of children. In addition, do not allow 

children to put the Label Printer parts or labels in their mouths. If any object has been swallowed, seek 
medical attention immediately.

• DO NOT leave the Label Printer or any tape within the reach of babies and children.
• Store the Label Printer on a flat, level, and stable surface.
• Remove the batteries and disconnect the AC Adapter if you do not intend to use the printer for an extended 

period of time.
• DO NOT press on the Liquid Crystal Display (LCD).
• When disconnecting the AC Adapter from the electrical socket, always hold the AC Adapter.
• DO NOT overload an electrical circuit with the AC Adapter.
• DO NOT open the Tape Cassette Compartment Cover when operating the Cutter unit.
• DO NOT apply excessive pressure to the Cutter unit.

Produkta drošības rokasgrāmata Regulation

Declaration of Conformity (Europe/Turkey only)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the relevant EU harmonization legislation 
(Europe/Turkey only) and UK legislation (Great Britain only).
The Declaration of Conformity (DoC) can be downloaded from the Brother support website.
Visit support.brother.com/manuals.

UK Declaration of Conformity for Radio Equipment Regulation 2017 (Great Britain only) 
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the Radio Equipment 
Regulation 2017. A copy of the Declaration of Conformity can be downloaded by following the 
instructions in the Declaration of Conformity (Europe/Turkey only) section.

EU Declaration of Conformity for RE Directive 2014/53/EU (Europe/Turkey only)  
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the RE Directive 2014/53/EU.
A copy of the Declaration of Conformity can be downloaded by following the instructions in the 
Declaration of Conformity (Europe/Turkey only) section.

CAUTION
RISK OF EXPLOSION IF BATTERIES ARE REPLACED WITH AN INCORRECT TYPE.
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS.

Bluetooth
This printer supports Bluetooth.
Frequency bands: 2400 MHz - 2483.5 MHz
Maximum radio-frequency power transmitted in the frequency bands:
Less than 20 dBm (e.i.r.p)

Information for compliance with Commission Regulation 801/2013

PT-D460BT

Power consumption* 0.7W

* All network ports activated and connected

2. Print from Your Computer
Windows
In your browser’s address bar, type install.brother and download 
and install the Printer Driver and P-touch Editor by following the 
on-screen instructions.

Mac
Download P-touch Editor from the App Store to print from your 
Mac. You do not need to download and install any drivers.

http://install.brother

• When printing from your computer, you must connect the Label Printer and computer 
with the included USB Cable or via Bluetooth connection.

• This Label Printer does not support Wi-Fi connections.

Software Features

Printer Driver Software required to print from a Label Printer using a Windows 
computer.

P-touch Editor

Label creation software for computers. This application comes 
with built-in drawing tools that allow you to print a wide variety of 
custom labels in complex layouts with text of different fonts and 
styles, frames, imported images, barcodes, and more.

D026K9001

Tastatūras izvietojums var atšķirties atkarībā no valsts.

The default language is “English”

BRĪDINĀJUMS Šo instrukciju un brīdinājumu neievērošana var izraisīt nāvi vai radīt nopietnus ievainojumus.

• NEĻAUJIET zīdaiņiem un bērniem spēlēties ar plastmasas maisu, kurā ir bijis uzlīmju printeris. Atbrīvojieties no
maisa vai turiet to pa gabalu no zīdaiņiem un bērniem. Pastāv nosmakšanas risks.
* Papildu informācijai skatiet sadaļu “Specifikācijas” sava modeļa Lietotāja rokasgrāmatā.

http://support.brother.com
http://support.brother.com
http://support.brother.com


3. Insert the Tape Cassette

• After the tape passes under the Tape Guide, pull the tip 
to remove any slack in the tape.

• Make sure the tape is not caught in the Label Printer 
when inserting or removing the Tape Cassette.

1. Insert the Tape Cassette following the illustration under 
the Tape Cassette Compartment Cover. Confirm that the 
tip of the tape is pointed at the Tape Exit Slot.

2. Press the Tape Cassette into the Label Printer until 
it locks into place, and then close the Tape Cassette 
Compartment Cover.

End of tape
Tape Guide

4. Turn the Power ON or OFF To print from the Label Printer, go to 
 1. Print from the Label Printer

To print from your computer, go to
 2. Print from Your Computer

To print from your mobile device, go to
 3. Print from Your Mobile Device

Power on Press .

Power off Press and hold  until the Label 
Printer turns off.

PT-D460BT

D460BT

Thank you for purchasing the PT-D460BT (hereafter referred to as “the Label Printer”). Your 
PT-D460BT produces professional, high-quality, durable labels. In addition, the variety of tape 
cartridges available allows you to print labels with different widths and exciting colours.
Please read this guide, including the Product Safety Guide section, before using this Label Printer. 
After reading this guide, keep it in a safe place.

For FAQs, troubleshooting, and to download software and manuals, visit support.brother.com.

Supplies

Brother TZe Tape Cassette Available widths: 3.5 mm, 6 mm, 9 mm, 12 mm, 18 mm

Head Cleaning Tape Cassette TZe-CL4

2. Install Batteries or Connect the AC Adapter
Remove the protective material (first use only) before using the Label Printer.

Batteries

AC Adapter

• When using the AC Adapter (AD-E001A):
- Insert the Adapter cord connector into the AC Adapter 

Jack on the side of the printer.
- Insert the plug into the nearest standard electrical 

socket. For memory backup, we recommend using AA
alkaline batteries (LR6) together with the AC Adapter.

• To safeguard and back up the Label Printer’s memory, 
when the AC Adapter is unplugged, keep AA alkaline 
batteries (LR6) installed in the Label Printer.

• When power is disconnected for more than two minutes, 
all text and format settings will be cleared. Any text files 
stored in the memory will also be cleared.

• Remove the batteries if you do not intend to use the 
Label Printer for an extended period of time.

• Dispose of the batteries at an appropriate collection 
point, not in the general waste stream. In addition, be 
sure to observe all applicable federal, state, and local 
regulations.

• When storing or discarding the batteries, wrap them 
(for example with cellophane tape), to prevent them from 
short-circuiting.

(Battery insulation example)
1. Cellophane tape
2. Alkaline battery 1

2

3. Print from Your Mobile Device
Application Installation
Download the following application from the App Store or Google Play™:

Brother 
iPrint&Label

Create labels for business use, including 
barcodes, office equipment labels, and folder 
tab labels.

Support Center
App

This app provides access to setup 
information, product manuals, FAQs, 
and troubleshooting tips.

To save tape, enable the Chain Printing setting in Brother iPrint&Label.
Print your labels and leave the last label in the Label Printer until you are ready to print 
a new label.

How to enable or disable Bluetooth
1. Check that the printer is on.
2.  [Settings]  /  [Bluetooth]  /  [Bluetooth (On/
Off)]  /  [On]/[Off]  / 

Pair the Label Printer with Your Mobile Device via Bluetooth

PT-D460BT

1. Go to your mobile device’s settings 
menu and enable the Bluetooth 
option.

2. Use the pairing number displayed 
on the Application Download Label 
attached to the front of the Label 
Printer.

• If the printer prompts you to enter a PIN, enter “0000”.
• Pairing instructions may differ slightly, depending on your mobile device.
• If your mobile device cannot discover the printer via Bluetooth, check the following:

- Place your mobile device as close as possible to the Label Printer.
- Make sure there are no obstacles or items that emit radio waves, such as a 

microwave oven, between the Label Printer and your mobile device.
• If a Bluetooth pass key appears on the Label printer’s LCD during pairing, make sure 

your mobile device displays the same Bluetooth pass key, and then press [OK].
• This Label Printer does not support Wi-Fi connections.

1. Overview

D460BT

Starter 
Tape Cassette

USB Cable

AC Adapter

Tape Viewer

1. Caps mode
2-7. Font Style Icons
8. Label Width x Label Length
9. Block number

10. Line number
11. Cursor
12. Return mark

Tape Cassette 
Compartment 
Cover

Tape Exit Slot

LCD

Keyboard

Power
Preview

Application Download Label

Tape Cutter
 Lever

AC Adapter Jack

USB Port

1

9

10

11 12

2 3 4 5 6 7 8

The components included in the box may differ depending on your country or region.

Serial Number Location

Serial Number

Before Use

Safety Precautions
Be sure to read this section before using the product. It contains important safety instructions.
We recommend that you keep this document nearby for future reference.

• For servicing, adjustments, or repairs, contact Brother customer service or your local Brother dealer.
• If the product operates abnormally or any error occurs, or if any cable is damaged, turn the product off, 

disconnect all cables, and contact Brother customer service or your local Brother dealer.
• We assume no responsibility for damages arising from earthquakes, fire, other disasters, actions of third 

parties, the user’s intentional or negligent operation, misuse, or operation under other special conditions.
• We assume no responsibility for damage (such as losses, loss of business profit, lost profits, business

disruptions, or a lost means of communication) that may result from the use of, or inability to use, the
product.

• We assume no responsibility for damages that may result from incorrect operation of the product by 
connecting incompatible equipment or using incompatible software.

• We assume no responsibility for any damages or lost profit arising from the use of labels created with this 
product, the disappearance or change of data due to failure, repair, or consumables and we do not accept 
any claim from a third party.

• Brother reserves the right to make changes without notice in the specifications and materials contained 
herein. Furthermore, Brother shall not be responsible for any damages (including consequential) caused by 
reliance on the materials presented, including but not limited to typographical and other errors relating to 
the publications.

• For more information about the available software, see the User’s Guide on the Brother support website at 
support.brother.com.

• The latest version of your product documentation is available on the Brother support website at 
support.brother.com.

• The available models, accessories, and supplies may vary depending on the country or region.
• This product is approved for use in the country or region of purchase only.

WARNING Failure to observe instructions and warnings could result in death or serious injuries. 

• DO NOT operate, charge, or store the Label Printer, AC Adapter, USB Cable, and Alkaline Batteries in the 
following locations (otherwise a fire, electrical shock, smoke, or damage may occur):
- Near water, such as in a bathroom or near a water heater, or in an extremely humid or cold location.*
- In a location where it is exposed to rain or moisture.
- In an extremely dusty location.
- In an extremely hot location, such as near open flames, heaters, or in direct sunlight.
- In a closed car in direct sunlight.
- In a location where condensation may form.
- At a high altitude.
- During a thunderstorm.

• DO NOT use the Label Printer with a foreign object in it. If water, a metal object, or any other foreign object 
enters the Label Printer, disconnect the AC Adapter and remove the batteries (if installed), and then contact 
your local Brother dealer for repairs.

• If foreign objects are inserted into the Label Printer or its slots, connectors, ports, or Battery Compartment, 
stop using the Label Printer, turn the power off, and then disconnect each cable or remove the batteries 
(if installed).

• Stop using the Label Printer if there are noticeable abnormalities such as smell, heat, noise, deformities, 
or discolouration.

• DO NOT use a damaged AC Adapter. 
To avoid damaging the Label Printer, AC Adapter, USB Cable, or Alkaline Batteries, DO NOT:
- Place heavy objects on them.
- Dissamble or modify them.
- Drop or hit them.
- Allow them to get wet, for example, by handling them with wet hands or spilling liquids on them.

• DO NOT allow babies and children to play with the plastic bag that contained the Label Printer. 
Dispose of the bag or keep it away from babies and children. There is a risk of suffocation.
* For more information, see the “Specifications” section in your model’s User’s Guide.

• NELIETOJIET uzlīmju printeri īpašas vides apstākļos, piemēram, medicīniskā aprīkojuma tuvumā. 
Elektromagnētiskie viļņi var izraisīt medicīniskā aprīkojuma darbības traucējumus.

• Lietotājiem ar sirds elektrokardiostimulatoriem ir jāatkāpjas no uzlīmju printera, sajūtot kaut ko neparastu. 
Nekavējoties vērsieties pie veselības aprūpes speciālistiem!

• NELOKIET UN NEVELCIET USB kabeli vai maiņstrāvas adapteru ar spēku.
• NEAIZTIECIET maiņstrāvas adapteru vai spraudni ar slapjām rokām, tas var izraisīt elektrošoku.
• Izmantojiet tikai noteikto maiņstrāvas adapteru.
• Izmantojiet tikai savā uzlīmju printera komplektā iekļauto maiņstrāvas adapteru un USB kabeli. Šī noteikuma 

neievērošana var radīt  ievainojumus gan Jums, gan citiem, kā arī sabojāt uzlīmju printeri vai citu mantu. Brother 
neuzņemas atbildību par negadījumiem vai bojājumu, kas ir radies komplektā iekļautā adaptera un USB kabeļa 
neizmantošanas rezultātā.

• NEPIESLĒDZIET komplektā ietverto maiņstrāvas adapteru un USB kabeli  citiem produktiem.  
• Izmantojiet maiņstrāvas adapteru ar standarta elektriskajām kontaktligzdām (AC 100 V - 240 V 50/60 Hz).
• Kārtīgi ievietojiet spraudni elektriskajā kontaktligzdām.
• NEIZMANTOJIET baterijas, ja tās ir bojātas vai no tām tek šķidrums.
• Neturiet baterijas zīdaiņu tuvumā.
• Ja baterijas tiek norītas, nekavējoties sazinieties ar ārkārtas dienestiem.
• NEIZMANTOJIET asus priekšmetus, lai izņemtu vai nomainītu baterijas, piemēram, pinceti vai metāla pildspalvu.
• Ja šķidrums (elektrolīts) no baterijām nokļūst acīs, nekavējoties izskalojiet tās ar tīru ūdeni.

Nekavējoties sazinieties ar  ārkārtas dienestiem.
• NELODĒJIET savienojumus pie baterijām.
• NEIZMANTOJIET baterijas ar apgriezto polaritāti.
• NESAVIENOJIET + un - termināļus ar metāla priekšmetiem, piemēram, stiepli.
• NEDEDZINIET baterijas un neizmetiet tās sadzīves atkritumos.
• Nelieciet pirkstus un citas ķermeņa daļas pie griežņa.
• NEAIZTIECIET griezni, asmeni, kā arī neievietojiet pirkstus lentes izejas

slotā. Tas var izraisīt pirkstu un ķermeņa daļu ievainojumus.
• NEIAZTIECIET metāla daļas, kas atrodas printera galviņas tuvumā.

Tā kļūst ļoti karsta lietošanas laikā un pēc tam. NEAIZTIECIET to ar rokām.

 UZMANĪBU  Instrukciju un brīdinājumu neievērošana var izraisīt nelielus vai mērenus ievainojumus. 

Printeris, USB kabelis, AC adapters, sārma baterijas

• Izmantojiet tikai noteiktās AA sārma baterijas(LR6).
• NEIZMANTOJIET vecu un jaunu bateriju kombinācijas vai dažādu veidu, uzlādes līmeņu, ražotāju vai 

modeļu kombinācijas.
• NEPIEĻAUJIET uzlīmju printera nokrišanu, izņemot to no kastes vai pārvietojot, citādi Jūs varat gūt 

ievainojumus.
• Uzmanieties aizverot lentes kasetes nodalījuma vāku. Pastāv ievainojuma risks, ja Jūsu pirksts tiek 

iespiests starp augšējo un apakšējo vāka daļu.
• Laikā, kad Jūs neizmantojat uzlīmju printeri, glabājiet to bērniem nesasniedzamā vietā. Neļaujiet bērniem 

likt mute uzlīmju printera daļas vai uzlīmes. Ja kāds priekšmets ir norīts, nekavējoties meklējiet 
medicīnisko palīdzību.

• NEATSTĀJIET uzlīmju printeri vai lenti maziem bērniem aizsniedzamā vietā.
• Uzglabājiet uzlīmju printeri uz plakanas, līdzenas un stabilas virsmas. 
• Ja Jūs neplānojat izmantot printeri ilgākā laika posmā, izņemiet no tā baterijas un atvienojiet AC adapteru.
• NESPIEDIET uz šķidro kristālu displeja (LCD).
• Atvienojot AC adapteru no elektriskās ligzdas, vienmēr to pieturiet.
• NEPĀRSLOGOJIET elektrisko ķēdi ar maiņstrāvas adapteru.
• NEATVERIET lentes kasetes nodalījumu, kad darbojas grieznis.
• NEIZDARIET pārmērīgu spiedienu uz griezni.

Product Safety Guide Regula

Atbilstības deklarācija (tikai Eiropai/Turcijai)
Mēs, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan
apstiprinām, ka šie produkti atbilst attiecīgajai saskaņotajai ES likumdošanai (tikai Eiropai/ 
Turcijai) un Apvienotās Karalistes likumdošanai (tikai Lielbritānijai).
Atbilstības deklarāciju (DoC) ir iespējams lejupielādēt Brother atbalsta mājaslapā.
Apmeklējiet vietni support.brother.com/manuals.

AK Atbilstības deklarācija Radio aprīkojuma regulai 2017 (tikai Lielbritānijai)
(Piemērojams modeļiem ar radio interfeisiem)
Mēs, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan
apstiprinām, ka šie produkti atbilst Radio aprīkojuma regulas noteikumiem 2017. Atbilstības 
deklarācijas kopiju ir iespējams lejupielādēt, sekojot Atbilstības deklarācijas instrukcijām 
sadaļā (tikai Eiropa/Turcija).

ES Atbilstības deklarācija RE Direktīvai 2014/53/ES (tikai Eiropa/Turcija)
(Piemērojams modeļiem ar radio interfeisiem)
Mēs, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan
apstiprinām, ka šie produkti atbilst  RE direktīvas noteikumiem 2014/53/ES. Atbilstības 
deklarācijas kopiju ir iespējams lejupielādēt, sekojot Atbilstības deklarācijas instrukcijām 
sadaļā (tikai Eiropa/Turcija).

UZMANĪBU
JA BATERIJAS TIEK AIZSTĀTAS AR NEPAREIZU VEIDU, PASTĀV EKSPLOZIJAS RISKS. 
ATBRĪVOJIETIES NO IZMANTOTAJĀM BATERIJĀM SASKAŅĀ AR INSTRUKCIJĀM. 

Bluetooth
Šis printeris atbalsta Bluetooth.
Frekvences joslas: 2400 MHz - 2483.5 MHz
Maksimālā radiofrekvence, kas tiek pārraidīta  frekvenču joslās:
Mazāk par 20 dBm (e.i.r.p)

Informācija par atbilstību Komisijas regulai 801/2013

PT-D460BT

Enerģijas patēriņš* 0.7W

* Visas tīkla pieslēgvietas ir aktivizētas un pieslēgtas 

2. Print from Your Computer
Windows
In your browser’s address bar, type install.brother and download 
and install the Printer Driver and P-touch Editor by following the 
on-screen instructions.

Mac
Download P-touch Editor from the App Store to print from your 
Mac. You do not need to download and install any drivers.

http://install.brother

• When printing from your computer, you must connect the Label Printer and computer 
with the included USB Cable or via Bluetooth connection.

• This Label Printer does not support Wi-Fi connections.

Software Features

Printer Driver Software required to print from a Label Printer using a Windows 
computer.

P-touch Editor

Label creation software for computers. This application comes 
with built-in drawing tools that allow you to print a wide variety of 
custom labels in complex layouts with text of different fonts and 
styles, frames, imported images, barcodes, and more.

D026K9001

The keyboard layout may vary by country.

The default language is “English”

http://support.brother.com/manuals


3. Ievietojiet lentes kaseti

• Pēc tam, kad lente  tiek izvilkta caur lentes vadotni, 
pavelciet galiņu, lai novērstu jebkādu lentes vaļīgumu. 

• Pārliecinieties, ka lente nav  iestrēgusi uzlīmju printerī, 
ievietojot vai izņemot lentes kaseti.

1.

2.

Ievietojiet lentes kaseti, sekojot ilustrācijai zem lentes 
kasetes nodalījuma pārsega. Pārliecinieties, ka lentes 
gals atrodas virzienā uz lentes izejas slotu.
Nospiediet lentes kaseti uzlīmju printerī, kamēr tas 
nofiksējas savā vietā, un tad aizveriet lentes kasetes 
nodalījuma vāku.

Lentes gals
Lentes vadotne

PT-D460BT

D460BT

Thank you for purchasing the PT-D460BT (hereafter referred to as “the Label Printer”). Your 
PT-D460BT produces professional, high-quality, durable labels. In addition, the variety of tape 
cartridges available allows you to print labels with different widths and exciting colours.
Please read this guide, including the Product Safety Guide section, before using this Label Printer. 
After reading this guide, keep it in a safe place.

For FAQs, troubleshooting, and to download software and manuals, visit support.brother.com.

Supplies

Brother TZe Tape Cassette Available widths: 3.5 mm, 6 mm, 9 mm, 12 mm, 18 mm

Head Cleaning Tape Cassette TZe-CL4

2. Uzstādiet baterijas vai pieslēdziet maiņstrāvas adapteru 
Noņemiet aizsargmateriālu (pirmajā izmantošanas reizē) pirms uzlīmju printera izmantošanas.

Baterijas

AC adapters

• Kad izmantojat AC adapteru (AD-E001A):
- Ievietojiet adaptera  vada savienotāju AC adaptera  

ligzdā printera pusē. 
- Ievietojiet spraudni tuvākajā standarta elektriskajā 

rozetē. Atmiņas dublēšanai mēs iesakām izmantot AA 
sārma baterijas (LR6) kopā ar AC adapteru.

•  Lai aizsargātu un dublētu uzlīmju printera atmiņu, tad, 
kad AC adapters ir atvienots, atstājiet AA sārma baterijas

•  (LR6) uzlīmju printerī.
• Ja strāva tiks atslēgta ilgāk par 2 minūtēm, visi teksta un 

formatēšanas uzstādījumi tiks dzēsti.
•  Tiks dzēsti arī visi atmiņā noglabātie teksta faili. 
• Izņemiet baterijas, ja Jūs neplānojat izmantot uzlīmju 

printeri ilgāku laika posmu.
• Atbrīvojieties no baterijām tam piemērotā savākšanas 

punktā, nemetiet tās kopējā atkritumu plūsmā. 
Pārliecinieties, ka Jūs ievērojat visus piemērojamos 
federālos, valsts un vietējos noteikumus.

• Noglabājot vai izmetot baterijas, ietiniet tās, piemēram, 
celofānā, lai novērstu īssavienojumu.

(Baterijas izolācijas paraugs)
1. Celofāna lente
2. Sārma baterija 1

2

3. Print from Your Mobile Device
Application Installation
Download the following application from the App Store or Google Play™:

Brother 
iPrint&Label

Create labels for business use, including 
barcodes, office equipment labels, and folder 
tab labels.

Support Center
App

This app provides access to setup 
information, product manuals, FAQs, 
and troubleshooting tips.

To save tape, enable the Chain Printing setting in Brother iPrint&Label.
Print your labels and leave the last label in the Label Printer until you are ready to print 
a new label.

How to enable or disable Bluetooth
1. Check that the printer is on.
2.  [Settings]  /  [Bluetooth]  /  [Bluetooth (On/
Off)]  /  [On]/[Off]  / 

Pair the Label Printer with Your Mobile Device via Bluetooth

PT-D460BT

1. Go to your mobile device’s settings 
menu and enable the Bluetooth 
option.

2. Use the pairing number displayed 
on the Application Download Label 
attached to the front of the Label 
Printer.

• If the printer prompts you to enter a PIN, enter “0000”.
• Pairing instructions may differ slightly, depending on your mobile device.
• If your mobile device cannot discover the printer via Bluetooth, check the following:

- Place your mobile device as close as possible to the Label Printer.
- Make sure there are no obstacles or items that emit radio waves, such as a 

microwave oven, between the Label Printer and your mobile device.
• If a Bluetooth pass key appears on the Label printer’s LCD during pairing, make sure 

your mobile device displays the same Bluetooth pass key, and then press [OK].
• This Label Printer does not support Wi-Fi connections.

1. Print from the Label Printer

STEP 1 Enter Text

STEP 2 Preview Labels

STEP 3 Print Labels

2

3

1

1. Pārskats

D460BT

Sākotnējā
lentes kasete

USB kabelis

AC adapters

Lentes lodziņš

1. Lielo burtu režīms
2-7. Fonta stila ikonas
8. Uzlīmes platums x uzlīmes garums
9. Bloka numurs
10. Līnijas numurs
11. Kursors
12. Atgriešanas marķējums

Lentes izejas 
slots 

LCD ekrāns 

Tastatūra

Ieslēgšana 

Lietotnes lejupielādes uzlīme

Lentes 
griešanas 

svira AC adaptera 
ligzda

USB pieslēgvieta

Lentes kasetes 
nodalījuma vāks

Priekšskatījums

1

9

10

11 12

2 3 4 5 6 7 8

Kastē ietvertie  komponenti var atšķirties atkarībā no Jūsu valsts vai reģiona.

Sērijas numura atrašanās vieta

Sērijas numurs

Pirms izmantošanas Use the Label Printer

Safety Precautions
Be sure to read this section before using the product. It contains important safety instructions.
We recommend that you keep this document nearby for future reference.

• For servicing, adjustments, or repairs, contact Brother customer service or your local Brother dealer.
• If the product operates abnormally or any error occurs, or if any cable is damaged, turn the product off, 

disconnect all cables, and contact Brother customer service or your local Brother dealer.
• We assume no responsibility for damages arising from earthquakes, fire, other disasters, actions of third 

parties, the user’s intentional or negligent operation, misuse, or operation under other special conditions.
• We assume no responsibility for damage (such as losses, loss of business profit, lost profits, business

disruptions, or a lost means of communication) that may result from the use of, or inability to use, the
product.

• We assume no responsibility for damages that may result from incorrect operation of the product by 
connecting incompatible equipment or using incompatible software.

• We assume no responsibility for any damages or lost profit arising from the use of labels created with this 
product, the disappearance or change of data due to failure, repair, or consumables and we do not accept 
any claim from a third party.

• Brother reserves the right to make changes without notice in the specifications and materials contained 
herein. Furthermore, Brother shall not be responsible for any damages (including consequential) caused by 
reliance on the materials presented, including but not limited to typographical and other errors relating to 
the publications.

• For more information about the available software, see the User’s Guide on the Brother support website at 
support.brother.com.

• The latest version of your product documentation is available on the Brother support website at 
support.brother.com.

• The available models, accessories, and supplies may vary depending on the country or region.
• This product is approved for use in the country or region of purchase only.

WARNING
CAUTION Failure to observe instructions and warnings could result in minor or moderate injuries.

Label Printer, USB Cable, AC Adapter, Alkaline Batteries

• Use only the specified AA alkaline batteries (LR6).
• DO NOT use combinations of old and new batteries or combinations of different types, charging levels, 

manufacturers, or models.
• DO NOT drop the Label Printer when removing it from the box or relocating it, otherwise you may get 

injured.
• Be careful when closing the Tape Cassette Compartment Cover. There is a risk of injury if your finger gets 

pinched between the upper and lower parts of the cover.
• When you are not using the Label Printer, store it out of the reach of children. In addition, do not allow 

children to put the Label Printer parts or labels in their mouths. If any object has been swallowed, seek 
medical attention immediately.

• DO NOT leave the Label Printer or any tape within the reach of babies and children.
• Store the Label Printer on a flat, level, and stable surface.
• Remove the batteries and disconnect the AC Adapter if you do not intend to use the printer for an extended 

period of time.
• DO NOT press on the Liquid Crystal Display (LCD).
• When disconnecting the AC Adapter from the electrical socket, always hold the AC Adapter.
• DO NOT overload an electrical circuit with the AC Adapter.
• DO NOT open the Tape Cassette Compartment Cover when operating the Cutter unit.
• DO NOT apply excessive pressure to the Cutter unit.

Product Safety Guide Regulation

Declaration of Conformity (Europe/Turkey only)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the relevant EU harmonization legislation 
(Europe/Turkey only) and UK legislation (Great Britain only).
The Declaration of Conformity (DoC) can be downloaded from the Brother support website.
Visit support.brother.com/manuals.

UK Declaration of Conformity for Radio Equipment Regulation 2017 (Great Britain only) 
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the Radio Equipment 
Regulation 2017. A copy of the Declaration of Conformity can be downloaded by following the 
instructions in the Declaration of Conformity (Europe/Turkey only) section.

EU Declaration of Conformity for RE Directive 2014/53/EU (Europe/Turkey only)  
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the RE Directive 2014/53/EU.
A copy of the Declaration of Conformity can be downloaded by following the instructions in the 
Declaration of Conformity (Europe/Turkey only) section.

CAUTION
RISK OF EXPLOSION IF BATTERIES ARE REPLACED WITH AN INCORRECT TYPE.
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS.

Bluetooth
This printer supports Bluetooth.
Frequency bands: 2400 MHz - 2483.5 MHz
Maximum radio-frequency power transmitted in the frequency bands:
Less than 20 dBm (e.i.r.p)

Information for compliance with Commission Regulation 801/2013

PT-D460BT

Power consumption* 0.7W

* All network ports activated and connected

2. Print from Your Computer
Windows
In your browser’s address bar, type install.brother and download 
and install the Printer Driver and P-touch Editor by following the 
on-screen instructions.

Mac
Download P-touch Editor from the App Store to print from your 
Mac. You do not need to download and install any drivers.

http://install.brother

• When printing from your computer, you must connect the Label Printer and computer 
with the included USB Cable or via Bluetooth connection.

• This Label Printer does not support Wi-Fi connections.

Software Features

Printer Driver Software required to print from a Label Printer using a Windows 
computer.

P-touch Editor

Label creation software for computers. This application comes 
with built-in drawing tools that allow you to print a wide variety of 
custom labels in complex layouts with text of different fonts and 
styles, frames, imported images, barcodes, and more.

D026K9001

The keyboard layout may vary by country.

The default language is “English”

4. Ieslēdziet (ON) vai izslēdziet (OFF) strāvu
Lai drukātu no uzlīmju printera, dodieties uz 

1. Print from the Label Printer
Lai drukātu no sava datora, dodieties uz

2. Print from Your Computer
Lai drukātu no mobilās ierīces, dodieties uz

3. Print from Your Mobile Device

Power off kamēr 

Power on Nospiediet .

Nospiediet un pieturiet  
uzlīmju printeris izslēdzas. 



3. Insert the Tape Cassette

• After the tape passes under the Tape Guide, pull the tip 
to remove any slack in the tape.

• Make sure the tape is not caught in the Label Printer 
when inserting or removing the Tape Cassette.

1. Insert the Tape Cassette following the illustration under 
the Tape Cassette Compartment Cover. Confirm that the 
tip of the tape is pointed at the Tape Exit Slot.

2. Press the Tape Cassette into the Label Printer until 
it locks into place, and then close the Tape Cassette 
Compartment Cover.

End of tape
Tape Guide

4. Turn the Power ON or OFF To print from the Label Printer, go to 
 1. Print from the Label Printer

To print from your computer, go to
 2. Print from Your Computer

To print from your mobile device, go to
 3. Print from Your Mobile Device

Power on Press .

Power off Press and hold  until the Label 
Printer turns off.

PT-D460BT

D460BT

Thank you for purchasing the PT-D460BT (hereafter referred to as “the Label Printer”). Your 
PT-D460BT produces professional, high-quality, durable labels. In addition, the variety of tape 
cartridges available allows you to print labels with different widths and exciting colours.
Please read this guide, including the Product Safety Guide section, before using this Label Printer. 
After reading this guide, keep it in a safe place.

For FAQs, troubleshooting, and to download software and manuals, visit support.brother.com.

Supplies

Brother TZe Tape Cassette Available widths: 3.5 mm, 6 mm, 9 mm, 12 mm, 18 mm

Head Cleaning Tape Cassette TZe-CL4

2. Install Batteries or Connect the AC Adapter
Remove the protective material (first use only) before using the Label Printer.

Batteries

AC Adapter

• When using the AC Adapter (AD-E001A):
- Insert the Adapter cord connector into the AC Adapter 

Jack on the side of the printer.
- Insert the plug into the nearest standard electrical 

socket. For memory backup, we recommend using AA
alkaline batteries (LR6) together with the AC Adapter.

• To safeguard and back up the Label Printer’s memory, 
when the AC Adapter is unplugged, keep AA alkaline 
batteries (LR6) installed in the Label Printer.

• When power is disconnected for more than two minutes, 
all text and format settings will be cleared. Any text files 
stored in the memory will also be cleared.

• Remove the batteries if you do not intend to use the 
Label Printer for an extended period of time.

• Dispose of the batteries at an appropriate collection 
point, not in the general waste stream. In addition, be 
sure to observe all applicable federal, state, and local 
regulations.

• When storing or discarding the batteries, wrap them 
(for example with cellophane tape), to prevent them from 
short-circuiting.

(Battery insulation example)
1. Cellophane tape
2. Alkaline battery 1
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Brother 
iPrint&Label

Veidojiet uzlīmes biznesa vajadzībā, 
ieskaitot svītrkodus, biroja aprīkojuma 
uzlīmes un mapju uzlīmes.

Support Center 
App

Šī lietojumprogramma sniedz piekļuvi 
uzstādīšanas informācijai, produktu 
rokasgrāmatām, BUJ un 
traucējummeklēšanas padomiem.

Lai taupītu lenti, iespējojiet Chain Printing uzstādījumu Brother iPrint&Label. 
Drukājiet savas uzlīmes un atstājiet pēdējo uzlīmi uzlīmju printerī, kamēr Jūs esat 
gatavs drukāt jaunu uzlīmi. 

Lai iespējotu vai atspējotu Bluetooth
1. Pārbaudiet, vai printeris ir ieslēgts.
2. [Settings]  /  [Bluetooth]  /  [Bluetooth (On/
Off)]   /  [On]/[Off]  / 

Sapārojiet uzlīmju printeri ar savu mobilo ierīci, izmantojot Bluetooth savienojumu

PT-D460BT

1. Dodieties uz mobilās ierīces
uzstādījumu izvēlni un iespējojiet
Bluetooth savienojumu.

2. Izmantojiet sapārošanas ciparu,
kas ir parādīts uz lietotņu
lejupielādes uzlīmes, kas atrodas
uzlīmju printera priekšpusē.

• Ja printeris Jūs vedina ievadīt PIN kodu, ievadiet “0000”.
• Iekārtu sapārošanas instrukcijas var nedaudz atšķirties atkarībā no Jūsu mobilās ierīces.
• Ja Jūsu mobilā iekārta nespēj atklāt printeri, izmantojot Bluetooth savienojumu,

pārbaudiet sekojošo:
• Novietojiet savu mobilo iekārtu pēc iespējas tuvāk uzlīmju printerim.

- Pārliecinieties, ka nav starp uzlīmju printeri un Jūsu mobilo iekārtu nav šķēršļu vai
priekšmetu, kas pārraida radio viļņus, piemēram, mikroviļņu krāsns.

• Ja iekārtu pārošanas laikā uzlīmju printera LCD ekrānā parādās Bluetooth parole,
pārliecinieties ka Jūsu mobilajā ierīcē parādās tā pati Bluetooth parole, tad nospiediet [OK].

• Šis uzlīmju printeris neatbalsta  Wi-Fi savienojumus.
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1. Overview

D460BT

Starter 
Tape Cassette

USB Cable

AC Adapter

Tape Viewer

1. Caps mode
2-7. Font Style Icons
8. Label Width x Label Length
9. Block number

10. Line number
11. Cursor
12. Return mark

Tape Cassette 
Compartment 
Cover

Tape Exit Slot

LCD

Keyboard

Power
Preview

Application Download Label

Tape Cutter
 Lever

AC Adapter Jack

USB Port

1

9

10

11 12

2 3 4 5 6 7 8

The components included in the box may differ depending on your country or region.

Serial Number Location

Serial Number

Before Use Izmantojiet uzlīmju printeri

Safety Precautions
Be sure to read this section before using the product. It contains important safety instructions.
We recommend that you keep this document nearby for future reference.

• For servicing, adjustments, or repairs, contact Brother customer service or your local Brother dealer.
• If the product operates abnormally or any error occurs, or if any cable is damaged, turn the product off, 

disconnect all cables, and contact Brother customer service or your local Brother dealer.
• We assume no responsibility for damages arising from earthquakes, fire, other disasters, actions of third 

parties, the user’s intentional or negligent operation, misuse, or operation under other special conditions.
• We assume no responsibility for damage (such as losses, loss of business profit, lost profits, business

disruptions, or a lost means of communication) that may result from the use of, or inability to use, the
product.

• We assume no responsibility for damages that may result from incorrect operation of the product by 
connecting incompatible equipment or using incompatible software.

• We assume no responsibility for any damages or lost profit arising from the use of labels created with this 
product, the disappearance or change of data due to failure, repair, or consumables and we do not accept 
any claim from a third party.

• Brother reserves the right to make changes without notice in the specifications and materials contained 
herein. Furthermore, Brother shall not be responsible for any damages (including consequential) caused by 
reliance on the materials presented, including but not limited to typographical and other errors relating to 
the publications.

• For more information about the available software, see the User’s Guide on the Brother support website at 
support.brother.com.

• The latest version of your product documentation is available on the Brother support website at 
support.brother.com.

• The available models, accessories, and supplies may vary depending on the country or region.
• This product is approved for use in the country or region of purchase only.

WARNING Failure to observe instructions and warnings could result in death or serious injuries. 

• DO NOT operate, charge, or store the Label Printer, AC Adapter, USB Cable, and Alkaline Batteries in the 
following locations (otherwise a fire, electrical shock, smoke, or damage may occur):
- Near water, such as in a bathroom or near a water heater, or in an extremely humid or cold location.*
- In a location where it is exposed to rain or moisture.
- In an extremely dusty location.
- In an extremely hot location, such as near open flames, heaters, or in direct sunlight.
- In a closed car in direct sunlight.
- In a location where condensation may form.
- At a high altitude.
- During a thunderstorm.

• DO NOT use the Label Printer with a foreign object in it. If water, a metal object, or any other foreign object 
enters the Label Printer, disconnect the AC Adapter and remove the batteries (if installed), and then contact 
your local Brother dealer for repairs.

• If foreign objects are inserted into the Label Printer or its slots, connectors, ports, or Battery Compartment, 
stop using the Label Printer, turn the power off, and then disconnect each cable or remove the batteries 
(if installed).

• Stop using the Label Printer if there are noticeable abnormalities such as smell, heat, noise, deformities, 
or discolouration.

• DO NOT use a damaged AC Adapter.
To avoid damaging the Label Printer, AC Adapter, USB Cable, or Alkaline Batteries, DO NOT:
- Place heavy objects on them.
- Dissamble or modify them.
- Drop or hit them.
- Allow them to get wet, for example, by handling them with wet hands or spilling liquids on them.

• DO NOT allow babies and children to play with the plastic bag that contained the Label Printer.
Dispose of the bag or keep it away from babies and children. There is a risk of suffocation.
* For more information, see the “Specifications” section in your model’s User’s Guide.

• DO NOT use the Label Printer in special environments, such as near medical equipment. Electromagnetic 
waves may cause the medical equipment to malfunction.

• Users with heart pacemakers must move away from the Label Printer if they sense any abnormalities. Then, 
immediately seek the advice of a medical professional.

• DO NOT forcibly bend or pull the USB Cable or AC Adapter.
• DO NOT touch the AC Adapter or plug with wet hands, otherwise an electrical shock may occur.
• Use only the specified AC Adapter.
• Use only the AC Adapter and USB Cable included with your Label Printer. Failure to do so may result in an 

injury to yourself or others, or damage to the Label Printer, or other property. Brother does not assume any 
responsibility for any accident or damage resulting from not using the specified AC Adapter and USB Cable.

• DO NOT connect the included AC Adapter and USB Cable to other products.
• Use the AC Adapter with standard electrical sockets (AC 100 V - 240 V 50/60 Hz).
• Insert the plug firmly into the electrical socket.
• DO NOT use the batteries if they are damaged or leaking.
• Keep batteries away from infants. If batteries are ingested, contact emergency services immediately.
• DO NOT use sharp objects, such as tweezers or a metallic pen, to remove or replace batteries.
• If liquid (electrolyte) from the batteries gets into the eyes, wash them immediately with clean water. Contact 

emergency services immediately.
• DO NOT solder connections to the batteries.
• DO NOT use the batteries with the polarity (+) (-) reversed.
• DO NOT connect the + and - terminals with metal objects such as wire.
• DO NOT incinerate the batteries or dispose of them with household waste.
• Keep fingers and other body parts away from the Cutter unit.
• DO NOT touch the Cutter unit’s blade or insert your fingers inside the 

Tape Exit Slot, otherwise fingers and other body parts may be injured.
• DO NOT touch any metal parts near the Print Head. The Print Head 

becomes very hot during and immediately after use. DO NOT touch it 
directly with your hands.

CAUTION Failure to observe instructions and warnings could result in minor or moderate injuries.

Label Printer, USB Cable, AC Adapter, Alkaline Batteries

• Use only the specified AA alkaline batteries (LR6).
• DO NOT use combinations of old and new batteries or combinations of different types, charging levels, 

manufacturers, or models.
• DO NOT drop the Label Printer when removing it from the box or relocating it, otherwise you may get 

injured.
• Be careful when closing the Tape Cassette Compartment Cover. There is a risk of injury if your finger gets 

pinched between the upper and lower parts of the cover.
• When you are not using the Label Printer, store it out of the reach of children. In addition, do not allow 

children to put the Label Printer parts or labels in their mouths. If any object has been swallowed, seek 
medical attention immediately.

• DO NOT leave the Label Printer or any tape within the reach of babies and children.
• Store the Label Printer on a flat, level, and stable surface.
• Remove the batteries and disconnect the AC Adapter if you do not intend to use the printer for an extended 

period of time.
• DO NOT press on the Liquid Crystal Display (LCD).
• When disconnecting the AC Adapter from the electrical socket, always hold the AC Adapter.
• DO NOT overload an electrical circuit with the AC Adapter.
• DO NOT open the Tape Cassette Compartment Cover when operating the Cutter unit.
• DO NOT apply excessive pressure to the Cutter unit.

Product Safety Guide Regulation

Declaration of Conformity (Europe/Turkey only)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the relevant EU harmonization legislation 
(Europe/Turkey only) and UK legislation (Great Britain only).
The Declaration of Conformity (DoC) can be downloaded from the Brother support website.
Visit support.brother.com/manuals.

UK Declaration of Conformity for Radio Equipment Regulation 2017 (Great Britain only) 
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the Radio Equipment 
Regulation 2017. A copy of the Declaration of Conformity can be downloaded by following the 
instructions in the Declaration of Conformity (Europe/Turkey only) section.

EU Declaration of Conformity for RE Directive 2014/53/EU (Europe/Turkey only) 
(Applicable to models with radio interfaces)
We, Brother Industries, Ltd.
15-1, Naeshiro-cho, Mizuho-ku, Nagoya 467-8561 Japan 
declare that these products are in conformity with the provisions of the RE Directive 2014/53/EU.
A copy of the Declaration of Conformity can be downloaded by following the instructions in the 
Declaration of Conformity (Europe/Turkey only) section.

CAUTION
RISK OF EXPLOSION IF BATTERIES ARE REPLACED WITH AN INCORRECT TYPE.
DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS.

Bluetooth
This printer supports Bluetooth.
Frequency bands: 2400 MHz - 2483.5 MHz
Maximum radio-frequency power transmitted in the frequency bands:
Less than 20 dBm (e.i.r.p)

Information for compliance with Commission Regulation 801/2013

PT-D460BT

Power consumption* 0.7W

* All network ports activated and connected

http://install.brother

• Kad Jūs drukājat no sava datora, Jums ir jāsavieno uzlīmju printeris un dators ar
ietverto USB kabeli vai izmantojot Bluetooth savienojumu.

• Šis uzlīmju printeris neatbalsta Wi-Fi savienojumus.

Programmatūra Iezīmes

Printer Driver Programmatūra, kas ir nepieciešama, lai drukātu no 
uzlīmju printera, izmantojot Windows datoru.

P-touch Editor

Uzlīmju radīšanas programmatūra datoriem. Šī lietojumprogramma ir 
komplektā iebūvētiem zīmēšanas rīkiem, kas Jums ļauj drukāt plašu 
pielāgoto uzlīmju klāstu sarežģītos izklājumos ar dažādu fontu un 
stilu tekstiem, rāmjiem, importētiem attēliem, svītrkodiem un ne tikai.

D026K9001

The keyboard layout may vary by country.

Noklusējuma valoda ir angļu valoda “English”.

1. Drukājiet no uzlīmju printera

1. SOLIS Ievadiet tekstu

2. SOLIS     Priekšskatiet uzlīmes

3. SOLIS                   Drukājiet uzlīmes

2. Drukājiet no sava datora
Windows
Sava pārlūka adrešu joslā ierakstiet install.brother un lejupielādējiet un 
uzstādiet printera draiveri un P-touch Editor, sekojot instrukcijām ekrānā.

Mac
Lejupielādējiet P-touch Editor no App Store , lai drukātu no sava Mac. 
Draiverus nav nepieciešams lejupielādēt un uzstādīt. 

3. Drukājiet no savas mobilās ierīces
Lietojumprogrammu uzstādīšana
Lejupielādējiet zemāk minēto lietotni App Store vai Google Play™:

http://install.brother
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Sākotnējie uzstādījumi

Uzstādiet teksta ievades valodu.

 / 
 / 

 [Settings]
        [Language]
Atlasiet valodu   / 

Pielāgojiet LCD kontrastu, lai 
padarītu vieglāk izlasāmu. 

 [Settings]  / 
 [Unit]  /  [inch] / 

[mm] /

Pielāgojiet LCD kontrastu, lai padarītu 
vieglāk izlasāmu. 

 [Settings]  / 
  [Adjustment]  / 

[LCD Contrast]   / 
[-2] to [+2]   / 

Ievadiet tekstu

Jauna 
rindiņa

Nospiediet , lai pārietu jaunā 
rindā. Maksimālais līniju skaits katram 
lentes platumam:
18 mm: piecas līnijas
12 mm: trīs līnijas
9 mm, 6 mm: divas līnijas
3,5 mm: viena līnija 

Bloks
+

Izmantojiet šo iezīmi, lai ietvertu 
vairākas līnijas vai fonta izmērus uz 
vienas uzlīmes. 

Dzēsiet 
tekstu un 
formātu

or
Dzēsiet tekstu un formatējumu.

Dzēsiet pa vienai rakstzīmei

Dzēsiet visas rakstzīmes uzreiz
 [Text Only]  / 

Dzēsiet visu tekstu un formatējumu.
 [Text & Format]  / 

Cilne Insert a tab.
Maximum length: 100 mm

Cilnes 
garums

Set the tab length.

 [Tab Length]  / 
 Select a value  / 

Lielie burti, 
mazie burti

Mainiet gan lielos, gan mazos 
burtus.

Uzlīmes 
garums 

Uzstādiet Jums vēlamo uzlīmes garumu. 
[Auto]: Automātiski pielāgo uzlīmes 
garumu teksta garumam.  

 /     [Length]
Izvēlieties vērtību   / 

Teksta
atgādinā-
jums 

Saglabā biežāk izmantotos tekstus 
ātrai izguvei.

Ievadiet rakstzīmes      Parāda ieteikto 
tekstu                       Atlasiet tekstu  / 

Simbolu
rakstzīmes 

Ievieto simbolus, vienības un attēlus.

Izvēlieties kategoriju  / 
Izvēlieties simbolu  /  

Uzsvērtās
rakstzīmes 

Atlasiet ievadīto rakstzīmi un pārvērtiet to 
par uzsvērtu rakstzīmi.  

Izvēlieties Ievadiet rakstzīmes 
akcentu   / 

Rāmis Pievienojiet savai uzlīmei dekoratīvo rāmi. 

Atlasiet rāmja kategoriju
 /   Atlasiet rāmi
 / 

Mainiet fontu

Mainiet 
fontu 

Mainiet uzlīmes fontu, izmēru, platumu, 
stilu un līdzinājumu.

Izvēlieties fonta veidu  / 
Atlasiet atribūta vērtību

 / 

+
Mainiet līnijas fontu, izmēru, platumu,
stilu un izlīdzinājumu.

    Virziet kursoru uz līniju, kuru nepieciešams 
mainīt                +                          Atlasiet fonta

Automātiski
pielāgots
stils

Automātiski pielāgo teksta izmēru uzlīmes 
garumam.
[Text Size]: Pielāgojiet uzlīmes garumam 
[Text Width]: Pielāgojiet, uz pusi 
samazinot rakstzīmju platumu 

  [Settings]  / 
[Auto Fit Style]   /  [Text 
Size] / [Text Width]  / 

Uzstādiet apmales

Uzstādiet 
apmales 

Uzstādiet apmales pirms un pēc ievadītās 
rakstzīmes. 
[Small Margin]: Ievietojiet apmēram 23 
mm apmali tikai pirms pirmās uzlīmes, tad 
ievietojiet 2 mm apmales starp nākamajām 
uzlīmēm. 
[Large Margin]: Ievietojiet apmēram 25 
mm sākotnējo apmali pirms un pēc katras 
uzlīmes teksta.
[Chain]: Drukājiet vairākas uzlīmes ar 
minimālām apmalēm. Ievietojiet apmali 
apmēram 23 mm tikai pirms pirmās 
uzlīmes, tad ievadiet 2 mm apmales pirms 
nākamajām uzlīmēm.
[No Cut]: Drukājiet vairāku daļu uzlīmes 
vai izmantojiet īpašu lenti, un tad grieziet 
uzlīmes manuāli. 
[Special Tape]: Izmantojiet šo 
uzstādījumu, drukājot uz speciālas lentes.

 /   [Cut Option]  
Izvēlieties apmales veidu  / 

Uzstādiet automātiskus formātu izvietojumus 

Šablons Izmantojiet savus iecienītākos dizainus kā šablonus. 

 [Auto Format]  / 
   [Templates]   / 
Atlasiet šablona kategoriju  / 

 /   Atlasiet šablonu
Ievadiet tekstu   / 

Bloka
izvietojums 

Izmantojiet bloku izkārtojumu modeļus kā šablonus. 

 / 
 / 

 / 
 / 

 [Auto Format] 
     [Block Layouts]
Atlasiet lentes platumu

     Izvēlieties bloka izkārtojumu
     Ievadiet tekstu   / 

Drukājiet uzlīmes

Priekš-
skatījums

Izmantojiet šo iezīmi, lai pārbaudītu 
dizaina gala versiju pirms izdrukas

Drukājiet Uzsāciet drukāšanu.

Drukājot vienu atsevišķu uzlīmi:
 /  / 

Drukājot vairākas uzlīmes:
Atlasiet izdruku daudzumu

 /  / 

Numbering
Print +

Set this feature when printing consecutive 
alphanumeric characters to add a 
serialised number to each label.

Enter alphanumeric characters  + 
 [Number]  / 

 Set the start position  / 
 Set the end position  / 
 Select a print quantity  /  / 

Mirror 
Print +

Print reversed from left to right.
Print on clear tape and attach it to the 
inside of glass to create a label that can 
be read from the outside.

Enter text  +  [Mirror] 
 /  /  / 

Barcode 
Printing

Create a barcode and print it.

 Select a setting item 
Change the setting content  / 

 Enter barcode data 
 Select a signal  /  / 

Other

Tape 
Feed +

Feed approx. 23 mm of tape to remove 
any slack.

 + 

Save Save your labels and access them later to 
edit and print them, as well as overwrite 
and save edited data.
Maximum number of saved labels: 70 files
Maximum character count per file: 
280 characters

Create a label  Select 
a save destination  / 

Reset Reset the internal memory, for example, 
to reset the Label Printer or delete any 
saved label data.

 [Settings]  / 
 [Reset]  /  Select a 

reset method  /  Confirmation 
message  / 

For more information about using your Label Printer, 
see the User’s Guide on the Brother support website at 
support.brother.com.

Print Labels (cont.)

Error Messages Contact InformationTroubleshooting (cont.)

Troubleshooting

Message Cause/Remedy

Check no. of digits entered The number of digits entered in the barcode data does not match 
the number of digits set in the barcode parameters. Enter the correct 
number of digits. 

Cutter malfunction The Tape Cutter Lever was pressed while trying to print or feed the 
tape. If the tape is jammed in the Cutter unit, remove the tape. Turn 
the Label Printer off and then on again before continuing. 

Label too long The printed label length using the text entered is longer than 
999 mm. Edit the text so that the label length is less than 999 mm. 

Text too long The printed label length using the text entered is longer than the 
length setting. Edit the text to fit within the set length or change the 
length setting. 

System error XX Contact Brother customer service.

Problem Solution
The Label Printer does not 
print.
(cont.)

• Check that the correct printer driver is installed when printing from 
a computer.

• Connect the Label Printer to your computer using the USB Cable 
(included) when printing from a computer.

• If the Print Head is dirty, clean it with a cotton swab or with the 
optional Print Head Cleaning Cassette (TZe-CL4).

• The tape does not feed 
correctly.

• The tape gets stuck inside 
the Label Printer.

• If the tape is bent, cut off the bent section. 
• If the tape is jammed, remove the Tape Cassette, remove the 

jammed tape, and then cut off any damaged tape. 
• Check that the end of the tape exits through the Tape Guide. 
• Confirm that the tape is pointed at the Tape Exit Slot. 
• Remove the Tape Cassette and insert it again. 

An error occurred when 
using a mobile app. 

Go to your mobile application’s settings menu and select Support 
page > FAQs & Troubleshooting. 

The screen is locked, or 
the Label Printer does not 
operate normally.

See the Basic Operations section in this guide and reset the Label 
Printer’s internal memory to the factory settings. If resetting the Label 
Printer does not solve the problem, disconnect the AC Adapter and 
remove the batteries for more than 10 minutes.

The LCD remains blank 
after turning the power on.

Check that the batteries are correctly installed or that the AC Adapter 
included with your Label Printer is correctly connected.

The LCD messages are 
displayed in a foreign 
language.

See the Basic Operations section in this guide to select your 
language.

The Label Printer stops 
while printing a label.

• Replace the Tape Cassette if striped tape is visible as this indicates 
that you have reached the end of the tape.

• Replace all batteries or connect the AC Adapter directly to the Label 
Printer.

Previously saved label files 
are not available.

All files saved in the internal memory are deleted if the batteries are 
weak or the AC Adapter is disconnected.

• I cannot install the Printer 
Driver even if I follow the 
correct procedure.

• I cannot see my printer 
listed in P-touch Editor 
even though I have 
installed the Printer Driver.

If you cannot use your Label Printer even though you have installed 
the Printer Driver:
1. Download the Printer Driver Uninstaller from your model’s page at 

support.brother.com.
2. Use the Printer Driver Uninstaller to remove the printer information.
3. Run the Printer Driver Installer again and follow the on-screen 

instructions to proceed with the installation.

Problem Solution

The ink ribbon is separated 
from the ink roller.

If the ink ribbon is broken, replace the Tape Cassette. 
If it is not, leave the tape uncut and carefully remove 
the Tape Cassette, and then wind the loose ink ribbon 
back onto the spool.

Printed barcodes or 
QR codes cannot be read.

• Change the tape. (Recommended: Black on white tape)
• Enlarge the barcodes or QR codes in the application you are using.

I do not know the firmware 
version of the Label Printer.

Check the firmware information by pressing the following keys:

 [Settings]  /  [Version Information] 
 / 

When the label is printed, 
there is too much margin 
(space) on both sides of 
the text.

• When you use the [Small Margin] setting, the Label Printer feeds 
approx. 23 mm of tape before each label. To save tape, use the 
[Chain] setting. After the last label prints, press  and  to feed 
the tape, and then press the Tape Cutter Lever. 

• The Label Printer feeds approx. 23 mm of tape before every new 
label. When printing multiple labels, you can reduce the blank space 
on the second and subsequent labels.
Select the [Chain] setting in the optional print settings. Then, print 
your labels and leave the last label in the Label Printer until you are 
ready to print a new label.

• After the last label prints, press  and  simultaneously to feed 
the tape, and then eject and cut the last label. Note that the Label 
Printer will feed approx. 23 mm of tape before the next new label 
when you use this method.

The font size cannot be 
increased.

The font is already the maximum size for the width of the label. Or, the 
label length has been set, so there is a limit on the font size to prevent 
exceeding the set length.

When multiple labels are 
printed, the last label is cut 
incorrectly.

When Chain Print is enabled, feed the tape to eject the last printed 
label, and then press the Tape Cutter Lever to cut the label manually.

I cannot update the printer’s
firmware using the P-touch
Update Software, Transfer
Express, or Mac Update Tool.

Restart the printer and then try to update the firmware again. Do not 
press any buttons during the firmware update.

Spool

Visit www.brother.com for contact information on your local Brother office.

To order supplies and accessories:
www.brother.eu/supplies

If you need additional help, visit support.brother.com.

Problem Solution

The Label Printer does not 
print.

• Check that the Tape Cassette is inserted correctly.
• If the Tape Cassette is empty, replace it. To order supplies and 

accessories, visit www.brother.com.
• Check that the Tape cassette compartment Cover is securely closed.
• Check that the Label Printer is on.
• Check that the computer’s or mobile device’s Bluetooth setting is on.
• Check that the Label Printer is connected to your computer or 

mobile device via Bluetooth.
• Check that the Label Printer is selected in the P-touch app.
• Check that the Label Printer is not paired with another device.
• Make sure the Label Printer and your mobile device or computer 

are close enough to communicate.
• Check that the automatic Bluetooth re-connection setting of 

another computer or mobile device is not enabled.
• Make sure no devices that emit radio waves (for example, 

a microwave oven) are located nearby.

Symbols and Frames

Set Margins

By default the printer creates a margin of approx. 23 mm at the beginning of each label. To reduce this margin, print multiple labels
continuously.
You can also change the margin before and after the text for the second and subsequent labels when printing multiple labels. 
Select [Chain] to print labels with the narrowest margin width. DO NOT feed the tape until the final label is printed. When the final 
label prints, feed the tape, and press the Tape Cutter Lever.

Symbol Examples Frame Examples

...
...

Auto Format Layouts Examples Accented Character Examples

... ...
For more information about symbols and frames, see the User’s Guide on the Brother support website at support.brother.com.

Large Margin

ABC ABC

2 mm

Approx. 
23 mm

Approx. 
25 mm

2 mm

Approx. 
23 mm

Approx. 
25 mm

ABC : Print area

: Margin

: Laminate margin

Chain

2 mm 2 mm Cut Position

Approx. 23 mm 2 mm

ABC ABC

No Cut

ABC ABC

2 mm 2 mm

Approx. 23 mm 2 mm

Special Tape

ABC ABC

2 mm 2 mm

2 mm

2 mm

Approx. 23 mm

Small Margin

When the label length is approx. 23 mm 
or more

Approx. 23 mm

2 mm

2 mm

2 mm 2 mm

ABC ABC

Small Margin

When the label length is approx. 23 mm 
or less

2 mm

Approx. 23 mm 2 mm

ABC
Approx. 23 mm

ABC

Ievadiet tekstu (turp.)

Valodas
uzstādījumi 

Iekārtas 
uzstādījumi 

LCD 
kontrasts 

Mainiet 
fontu 
rindiņu pa 
rindiņai

veidu          / Atlasiet 

atribūta vērtību 
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Initial Settings

Language 
Settings

Set your text entry language.

 [Settings]  / 
 [Language]  / 

Select a language  / 

Unit 
Settings

Set the unit for various types of
adjustments.

 [Settings]  / 
 [Unit]  /  [inch] / 

[mm]  / 

LCD 
Contrast

Adjust the LCD contrast to make it easier 
to read.

 [Settings]  / 
 [Adjustment]  / 

[LCD Contrast]  / 
[-2] to [+2]  / 

Enter Text

New Line Press  to start a new line.
Maximum number of lines for each 
tape width:
18 mm: five lines
12 mm: three lines
9 mm, 6 mm: two lines
3.5 mm: one line

Block
+

Use this feature to include multiple lines
or font sizes on a single label.
Maximum: five blocks

Delete Text 
and Format or

Delete text and formatting.

Delete one character at a time 

Delete all characters
 [Text Only]  / 

Delete all text and formatting.
 [Text & Format]  / 

Tab Insert a tab.
Maximum length: 100 mm

Tab Length Set the tab length.

 [Tab Length]  / 
 Select a value  / 

Upper-Case
Lower-Case

Switch between upper-case and 
lower-case characters.

Label 
Length

Set the label length you want.
[Auto]: Automatically adjusts the label 
length to the length of the text.

 [Length]  / 
 Select a value  / 

Text 
Reminder

Saves frequently used text for quick 
retrieval.

Enter characters  Shows suggested 
text?  Select a text  / 

Symbol
Characters

Inserts symbols, units, and pictures.

 Select a category  / 
 Select a symbol  / 

Accented
Characters

Select an entered character and convert it 
to an accented character.

Enter characters  Select 
an accent  / 

Frame Add a decorative frame to your label.

 Select a frame category 
 /  Select a frame 
 / 

Change Font

Change 
Font

Change the label font, size, width, style, 
and alignment.

 Select a font type  / 
 Select attribute value 

 / 

Change 
Font Line 
By Line

+
Change the line font, size, width, style, 
and alignment.

 Move the cursor to the line you want
to change  +  Select
a font type  /  Select
attribute value  / 

Auto Fit 
Style

Automatically adjust the text size to fit the 
label length.
[Text Size]: Adjust to the length of the label
[Text Width]: Adjust by condensing the 
character width by half

 [Settings]  / 
[Auto Fit Style]  /  [Text 
Size] / [Text Width]  / 

Set Margins

Set 
Margins

Set the margins before and after an 
entered character.
[Small Margin]: Insert a margin of 
approx. 23 mm before the first label only, 
and then insert margins of 2 mm between 
the subsequent labels.
[Large Margin]: Insert an initial margin 
of approx. 25 mm is inserted before and 
after the text of each label.
[Chain]: Print multiple labels with minimal 
margins. Insert a margin of approx. 
23 mm before the first label only, and 
then insert margins of 2 mm between the 
subsequent labels.
[No Cut]: Print multi-part labels or use 
special tape, and then cut the labels 
manually.
[Special Tape]: Use this setting when 
printing on special tape.

 [Cut Option]  / 
 Select the margin type  / 

Set Auto Format Layouts

Template Use your favourite designs as templates.

 [Auto Format]  / 
 [Templates]  / 

Select a template category  / 
 Select a template  / 

 Enter text  / 

Block 
Layout

Use block layout patterns as templates.

 [Auto Format]  / 
 [Block Layouts]  / 

Select the tape width  / 
 Select a block layout  / 

Enter text  / 

Print Labels

Preview Use this feature to check the final design 
before printing.

Print Start printing.

When printing a single label:
 /  / 

When printing multiple labels:
 Select a print quantity 

 /  / 

Numerā-
cijas druka +

Uzstādiet šo iezīmi, drukājot secīgas 
burtciparu rakstzīmes, lai pievienotu 
sērijas ciparu katrai uzlīmei.

Ievadiet burtciparu rakstzīmes  + 

 / 
 / 

  [Number]
Uzstādiet starta pozīciju
Uzstādiet beigu pozīciju
Atlasiet drukas kvalitāti  /  / 

Spoguļ-
druka +

Drukājiet apgrieztu versiju no kreisās 
uz labo pusi. Drukājiet uz caurspīdīgas 
lentes un līmējiet to stikla iekšpusē, lai 
uzlīmi varētu izlasīt no ārpuses.

Ievadiet tekstu + [Mirror]
 / /  /

Svītrkodu
drukāšana

Izveidojiet svītrkodu un izdrukājiet to. 

Atlasiet uzstādījuma vienumu
    Mainiet uzstādījuma saturu   / 

       Ievadiet svītrkoda datus
Atlasiet signālu   /  / 

Citi

Lentes
padeve +

Ievadiet apmēram 23 mm lentes, lai 
nerastos nokare.

 + 

Saglabāt Saglabājiet savas uzlīmes un piekļūstiet 
tām vēlāk, lai rediģētu un drukātu tās kā arī 
saglabātu rediģētos datus. 
Maksimālais saglabāto uzlīmju daudzums: 
70 faili Maksimālais rakstzīmju daudzums 
vienā failā: 280 rakstzīmes

 Atlasiet Izveidojiet uzlīmi  
saglabāšanas vietu  / 

Atiestatīt Atiestatiet iekšējo atmiņu, piemēram,
lai atiestatītu uzlīmju printeri vai izdzēstu 
jebkādus saglabātos uzlīmju datus. 

 / 
Atlasiet

 [Settings] 
     [Reset]   / 

atiestatīšanas metodi   / 
Apstiprinājuma ziņa            / 

Papildu informācijai par to, kā izmantot Jūsu uzlīmju 
printeri, skatiet Lietotāja rokasgrāmatu Brother 
atbalsta mājas lapā vietnē support.brother.com.

Drukājiet uzlīmes (turp.)

Error Messages Contact InformationTroubleshooting (cont.)

Troubleshooting

Message Cause/Remedy

Check no. of digits entered The number of digits entered in the barcode data does not match 
the number of digits set in the barcode parameters. Enter the correct 
number of digits. 

Cutter malfunction The Tape Cutter Lever was pressed while trying to print or feed the 
tape. If the tape is jammed in the Cutter unit, remove the tape. Turn 
the Label Printer off and then on again before continuing. 

Label too long The printed label length using the text entered is longer than 
999 mm. Edit the text so that the label length is less than 999 mm. 

Text too long The printed label length using the text entered is longer than the 
length setting. Edit the text to fit within the set length or change the 
length setting. 

System error XX Contact Brother customer service.

Problem Solution
The Label Printer does not 
print.
(cont.)

• Check that the correct printer driver is installed when printing from 
a computer.

• Connect the Label Printer to your computer using the USB Cable 
(included) when printing from a computer.

• If the Print Head is dirty, clean it with a cotton swab or with the 
optional Print Head Cleaning Cassette (TZe-CL4).

• The tape does not feed 
correctly.

• The tape gets stuck inside 
the Label Printer.

• If the tape is bent, cut off the bent section. 
• If the tape is jammed, remove the Tape Cassette, remove the 

jammed tape, and then cut off any damaged tape. 
• Check that the end of the tape exits through the Tape Guide. 
• Confirm that the tape is pointed at the Tape Exit Slot. 
• Remove the Tape Cassette and insert it again. 

An error occurred when 
using a mobile app. 

Go to your mobile application’s settings menu and select Support 
page > FAQs & Troubleshooting. 

The screen is locked, or 
the Label Printer does not 
operate normally.

See the Basic Operations section in this guide and reset the Label 
Printer’s internal memory to the factory settings. If resetting the Label 
Printer does not solve the problem, disconnect the AC Adapter and 
remove the batteries for more than 10 minutes.

The LCD remains blank 
after turning the power on.

Check that the batteries are correctly installed or that the AC Adapter 
included with your Label Printer is correctly connected.

The LCD messages are 
displayed in a foreign 
language.

See the Basic Operations section in this guide to select your 
language.

The Label Printer stops 
while printing a label.

• Replace the Tape Cassette if striped tape is visible as this indicates 
that you have reached the end of the tape.

• Replace all batteries or connect the AC Adapter directly to the Label 
Printer.

Previously saved label files 
are not available.

All files saved in the internal memory are deleted if the batteries are 
weak or the AC Adapter is disconnected.

• I cannot install the Printer 
Driver even if I follow the 
correct procedure.

• I cannot see my printer 
listed in P-touch Editor 
even though I have 
installed the Printer Driver.

If you cannot use your Label Printer even though you have installed 
the Printer Driver:
1.  Download the Printer Driver Uninstaller from your model’s page at 

support.brother.com.
2.  Use the Printer Driver Uninstaller to remove the printer information.
3.  Run the Printer Driver Installer again and follow the on-screen 

instructions to proceed with the installation.

Problem Solution

The ink ribbon is separated 
from the ink roller.

If the ink ribbon is broken, replace the Tape Cassette. 
If it is not, leave the tape uncut and carefully remove 
the Tape Cassette, and then wind the loose ink ribbon 
back onto the spool.

Printed barcodes or 
QR codes cannot be read.

• Change the tape. (Recommended: Black on white tape)
• Enlarge the barcodes or QR codes in the application you are using.

I do not know the firmware 
version of the Label Printer.

Check the firmware information by pressing the following keys:

 [Settings]  /  [Version Information] 
 / 

When the label is printed, 
there is too much margin 
(space) on both sides of 
the text.

• When you use the [Small Margin] setting, the Label Printer feeds 
approx. 23 mm of tape before each label. To save tape, use the 
[Chain] setting. After the last label prints, press  and  to feed 
the tape, and then press the Tape Cutter Lever. 

• The Label Printer feeds approx. 23 mm of tape before every new 
label. When printing multiple labels, you can reduce the blank space 
on the second and subsequent labels.
Select the [Chain] setting in the optional print settings. Then, print 
your labels and leave the last label in the Label Printer until you are 
ready to print a new label.

• After the last label prints, press  and  simultaneously to feed 
the tape, and then eject and cut the last label. Note that the Label 
Printer will feed approx. 23 mm of tape before the next new label 
when you use this method.

The font size cannot be 
increased.

The font is already the maximum size for the width of the label. Or, the 
label length has been set, so there is a limit on the font size to prevent 
exceeding the set length.

When multiple labels are 
printed, the last label is cut 
incorrectly.

When Chain Print is enabled, feed the tape to eject the last printed 
label, and then press the Tape Cutter Lever to cut the label manually.

I cannot update the printer’s
firmware using the P-touch
Update Software, Transfer
Express, or Mac Update Tool.

Restart the printer and then try to update the firmware again. Do not 
press any buttons during the firmware update.

Spool

Visit www.brother.com for contact information on your local Brother office.

To order supplies and accessories:
www.brother.eu/supplies

If you need additional help, visit support.brother.com.

Problem Solution

The Label Printer does not 
print.

• Check that the Tape Cassette is inserted correctly.
• If the Tape Cassette is empty, replace it. To order supplies and 

accessories, visit www.brother.com.
• Check that the Tape cassette compartment Cover is securely closed.
• Check that the Label Printer is on.
• Check that the computer’s or mobile device’s Bluetooth setting is on.
• Check that the Label Printer is connected to your computer or 

mobile device via Bluetooth.
• Check that the Label Printer is selected in the P-touch app.
• Check that the Label Printer is not paired with another device.
• Make sure the Label Printer and your mobile device or computer 

are close enough to communicate.
• Check that the automatic Bluetooth re-connection setting of 

another computer or mobile device is not enabled.
• Make sure no devices that emit radio waves (for example, 

a microwave oven) are located nearby.

Simboli un rāmji

Uzstādiet apmales

Noklusējuma uzstādījumos printeris veido apmēram 23 mm apmali katras uzlīmes sākumā. Lai samazinātu šo apmali, 
nepārtraukti drukājiet vairākas uzlīmes.
Jūs varat arī nomainīt apmali pirms un pēc teksta otrajai un nākamajām uzlīmēm, drukājot vairākas uzlīmes.  Izvēlieties [Chain], 
lai drukātu uzlīmes ar visšaurāko apmales platumu. NEPADODIET lenti, kamēr nav izdrukāta pēdējā uzlīme. Kad pēdējā uzlīme 
ir izdrukāta,  padodiet lenti, un nospiediet lentes griežņa sviru.

Simbolu piemēri Rāmju piemēri

...
...

Automātiski formatētu izvietojumu piemēri Akcentēto rakstzīmju piemēri

... ...
Lai iegūtu papildu informāciju par simboliem vai rāmjiem, skatiet Lietotāja rokasgrāmatu Brother atbalsta mājas lapā vietnē 
support.brother.com.

Liela apmale

ABC ABC

2 mm

Apm. 
23 mm

Apm. 
25 mm

2 mm

Apm. 
23 mm

Apm. 
25 mm

ABC : Drukas zona

: Apmale

: Laminēta apmale

Ķēde

2 mm 2 mm Cut Position

Apm. 23 mm 2 mm

ABC ABC

Negriezta

ABC ABC

2 mm 2 mm

Apm. 23 mm 2 mm

Īpašā lente

ABC ABC

2 mm 2 mm

2 mm

2 mm

Apm. 23 mm

Maza apmale 

Kad uzlīmes garums ir apmēram 23 
mm vai vairāk 

Apm. 23 mm

2 mm

2 mm

2 mm 2 mm

ABC ABC

Maza apmale 

Kad uzlīmes garums ir apmēram 23 
mm vai mazāk

2 mm

Apm. 23 mm 2 mm

ABC
Apm. 23 mm

ABC
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Initial Settings

Language 
Settings

Set your text entry language.

 [Settings]  / 
 [Language]  / 

Select a language  / 

Unit 
Settings

Set the unit for various types of
adjustments.

 [Settings]  / 
 [Unit]  /  [inch] / 

[mm]  / 

LCD 
Contrast

Adjust the LCD contrast to make it easier 
to read.

 [Settings]  / 
 [Adjustment]  / 

[LCD Contrast]  / 
[-2] to [+2]  / 

Enter Text

New Line Press  to start a new line.
Maximum number of lines for each 
tape width:
18 mm: five lines
12 mm: three lines
9 mm, 6 mm: two lines
3.5 mm: one line

Block
+

Use this feature to include multiple lines
or font sizes on a single label.
Maximum: five blocks

Delete Text 
and Format or

Delete text and formatting.

Delete one character at a time 

Delete all characters
 [Text Only]  / 

Delete all text and formatting.
 [Text & Format]  / 

Tab Insert a tab.
Maximum length: 100 mm

Tab Length Set the tab length.

 [Tab Length]  / 
 Select a value  / 

Upper-Case
Lower-Case

Switch between upper-case and 
lower-case characters.

Label 
Length

Set the label length you want.
[Auto]: Automatically adjusts the label 
length to the length of the text.

 [Length]  / 
 Select a value  / 

Text 
Reminder

Saves frequently used text for quick 
retrieval.

Enter characters  Shows suggested 
text?  Select a text  / 

Symbol
Characters

Inserts symbols, units, and pictures.

 Select a category  / 
 Select a symbol  / 

Accented
Characters

Select an entered character and convert it 
to an accented character.

Enter characters  Select 
an accent  / 

Frame Add a decorative frame to your label.

 Select a frame category 
 /  Select a frame 
 / 

Change Font

Change 
Font

Change the label font, size, width, style, 
and alignment.

 Select a font type  / 
 Select attribute value 

 / 

Change 
Font Line 
By Line

+
Change the line font, size, width, style, 
and alignment.

 Move the cursor to the line you want
to change  +  Select
a font type  /  Select
attribute value  / 

Auto Fit 
Style

Automatically adjust the text size to fit the 
label length.
[Text Size]: Adjust to the length of the label
[Text Width]: Adjust by condensing the 
character width by half

 [Settings]  / 
[Auto Fit Style]  /  [Text 
Size] / [Text Width]  / 

Set Margins

Set 
Margins

Set the margins before and after an 
entered character.
[Small Margin]: Insert a margin of 
approx. 23 mm before the first label only, 
and then insert margins of 2 mm between 
the subsequent labels.
[Large Margin]: Insert an initial margin 
of approx. 25 mm is inserted before and 
after the text of each label.
[Chain]: Print multiple labels with minimal 
margins. Insert a margin of approx. 
23 mm before the first label only, and 
then insert margins of 2 mm between the 
subsequent labels.
[No Cut]: Print multi-part labels or use 
special tape, and then cut the labels 
manually.
[Special Tape]: Use this setting when 
printing on special tape.

 [Cut Option]  / 
 Select the margin type  / 

Set Auto Format Layouts

Template Use your favourite designs as templates.

 [Auto Format]  / 
 [Templates]  / 

Select a template category  / 
 Select a template  / 

 Enter text  / 

Block 
Layout

Use block layout patterns as templates.

 [Auto Format]  / 
 [Block Layouts]  / 

Select the tape width  / 
 Select a block layout  / 

Enter text  / 

Print Labels

Preview Use this feature to check the final design 
before printing.

Print Start printing.

When printing a single label:
 /  / 

When printing multiple labels:
 Select a print quantity 

 /  / 

Numbering
Print +

Set this feature when printing consecutive 
alphanumeric characters to add a 
serialised number to each label.

Enter alphanumeric characters  + 
 [Number]  / 

 Set the start position  / 
 Set the end position  / 
 Select a print quantity  /  / 

Mirror 
Print +

Print reversed from left to right.
Print on clear tape and attach it to the 
inside of glass to create a label that can 
be read from the outside.

Enter text  +  [Mirror] 
 /  /  / 

Barcode 
Printing

Create a barcode and print it.

 Select a setting item 
Change the setting content  / 

 Enter barcode data 
 Select a signal  /  / 

Other

Tape 
Feed +

Feed approx. 23 mm of tape to remove 
any slack.

 + 

Save Save your labels and access them later to 
edit and print them, as well as overwrite 
and save edited data.
Maximum number of saved labels: 70 files
Maximum character count per file: 
280 characters

Create a label  Select 
a save destination  / 

Reset Reset the internal memory, for example, 
to reset the Label Printer or delete any 
saved label data.

 [Settings]  / 
 [Reset]  /  Select a 

reset method  /  Confirmation 
message  / 

For more information about using your Label Printer, 
see the User’s Guide on the Brother support website at 
support.brother.com.

Print Labels (cont.)

Kļūdu ziņas Contact InformationTraucējummeklēšana (turp.)

Traucējummeklēšana

Ziņa Cēlonis/ Risinājums

Pārbaudiet ievadīto 
rakstzīmju daudzumu

Ievadīto ciparu skaits svītrkodu datos neatbilst tam ciparu skaitam, 
kas ir uzstādīts svītrkoda parametros. Ievadiet pareizu ciparu 
daudzumu.

Griežņa kļūda Lentes griežņa svira bija nospiesta, mēģinot drukāt vai padot lenti.
Ja lente ir iestrēgusi grieznī, izņemiet to. Izslēdziet uzlīmju printeri, 
tad ieslēdziet to pirms turpināšanas. 

Uzlīme ir pārāk gara Izdrukātās uzlīmes garums, izmantojot ievadīto tekstu, pārsniedz 999 mm 
garumu. Ievadiet tekstu tā, lai uzlīmes garums ir mazāks par 999 mm.

Teksts ir pārāk garš Drukātās uzlīmes garums, izmantojot ievadīto tekstu, ir lielāks par 
uzstādīto garumu. Rediģējiet tekstu, lai tas ietilptu uzstādītajā 
garumā vai nomainiet garuma uzstādījumu.

Sistēmas kļūda XX Sazinieties ar Brother klientu apkalpošanas nodaļu.

Problēma Risinājums
Uzlīmju printeris nedrukā. 
(turp.)

• Pārbaudiet, vai ir instalēts pareizais printera draiveris, drukājot no 
datora.  

• Savienojiet uzlīmju printeri ar savu datoru, izmantojot USB kabeli 
(ietverts), drukājot no datora.

• Ja drukas galviņa ir netīra, notīriet to ar vates kociņu vai izvēles 
drukas galviņas tīrīšanas kaseti (TZe-CL4).

• Lente netiek pareizi 
padota.

• Lente iestrēgst uzlīmju 
printerī.

• Ja lente ir salocīta, nogrieziet to daļu.
• Ja lentes ir iestrēgusi, izņemiet lentes kaseti, izņemiet iestrēgušo 

lenti, tad nogrieziet sabojāto lentes daļu.
• Pārbaudiet, vai lentes gals iziet caur lentes vadotni.
• Pārliecinieties, ka lente atrodas virzienā uz lentes izeju.
• Izņemiet lentes kaseti un ievietojiet to atkārtoti.

Kļūda parādījās, izmantojot 
mobilo lietotni.

Dodieties uz savas mobilās lietotnes uzstādījumu izvēlni un
izvēlieties Support page > FAQs & Troubleshooting. 

Ekrāns ir slēgts, uzlīmju 
printeris pienācīgi 
nedarbojas. 

Skatiet Basic Operations (pamatdarbību) sadaļu šajā rokasgrāmatā
un atiestatīt uzlīmju printera iekšējās atmiņas rūpnīcas iestatījumus. 
Ja uzlīmju printera atiestatīšana problēmu neatrisina, atvienojiet AC 
adapteri un izņemiet baterijas no printera ilgāk par 10 minūtēm.

LCD ekrāns paliek tukšs  pēc 
iekārtas pieslēgšanas strāvai.

Pārbaudiet vai baterijas ir pareizi ievietotas un vai uzlīmju printera  
komplektā esošais  AC adapters ir pareizi pieslēgts.

Ziņas LCD ekrānā tiek 
parādītas svešvalodā. 

Skatiet Basic Operations (pamatdarbību) sadaļu šajā 
rokasgrāmatā, lai atlasītu savu valodu. 

Uzlīmju printeris pārstāj 
darboties, drukājot uzlīmi. 

• Nomainiet lentes kaseti, ka ir redzama svītrota lente, jo tas norāda, 
ka ir sasniegts lentes gals. 
• Nomainiet visas baterijas vai pieslēdziet AC adapteru  tieši uzlīmju 
printerim.

Iepriekš saglabātie uzlīmju 
faili nav pieejami.

Visi iekšējā atmiņā saglabātie faili tiks dzēsti, ja baterijas ir vājas 
vai AC adapters ir atslēgts.

• Es nevaru uzstādīt printera 
draiveri pat tad, ja sekoju 
pareizai procedūrai.

• Es neredzu savu printeri P-
touch Editor, lai gan 
printera draiveris ir 
uzstādīts.

Ja Jūs nevarat izmantot savu uzlīmju printeri par tad, kad esat 
uzstādījis  printera draiveri:
1.  Lejupielādējiet printera draivera atinstalētāju no sava modeļa vietnes 

support.brother.com.
2. Izmantojiet printera draivera atinstalētāju, lai dzēstu printera 

informāciju.
3. Atkārtoti palaidiet printera draivera instalētāju un sekojiet instrukcijām 

ekrānā, lai turpinātu ar uzstādīšanu.

Problem Solution

The ink ribbon is separated 
from the ink roller.

If the ink ribbon is broken, replace the Tape Cassette. 
If it is not, leave the tape uncut and carefully remove 
the Tape Cassette, and then wind the loose ink ribbon 
back onto the spool.

Printed barcodes or 
QR codes cannot be read.

• Change the tape. (Recommended: Black on white tape)
• Enlarge the barcodes or QR codes in the application you are using.

I do not know the firmware 
version of the Label Printer.

Check the firmware information by pressing the following keys:

 [Settings]  /  [Version Information] 
 / 

When the label is printed, 
there is too much margin 
(space) on both sides of 
the text.

• When you use the [Small Margin] setting, the Label Printer feeds 
approx. 23 mm of tape before each label. To save tape, use the 
[Chain] setting. After the last label prints, press  and  to feed 
the tape, and then press the Tape Cutter Lever. 

• The Label Printer feeds approx. 23 mm of tape before every new 
label. When printing multiple labels, you can reduce the blank space 
on the second and subsequent labels.
Select the [Chain] setting in the optional print settings. Then, print 
your labels and leave the last label in the Label Printer until you are 
ready to print a new label.

• After the last label prints, press  and  simultaneously to feed 
the tape, and then eject and cut the last label. Note that the Label 
Printer will feed approx. 23 mm of tape before the next new label 
when you use this method.

The font size cannot be 
increased.

The font is already the maximum size for the width of the label. Or, the 
label length has been set, so there is a limit on the font size to prevent 
exceeding the set length.

When multiple labels are 
printed, the last label is cut 
incorrectly.

When Chain Print is enabled, feed the tape to eject the last printed 
label, and then press the Tape Cutter Lever to cut the label manually.

I cannot update the printer’s
firmware using the P-touch
Update Software, Transfer
Express, or Mac Update Tool.

Restart the printer and then try to update the firmware again. Do not 
press any buttons during the firmware update.

Spool

Visit www.brother.com for contact information on your local Brother office.

To order supplies and accessories:
www.brother.eu/supplies

Ja Jums ir nepieciešama papildu palīdzība, apmeklējiet vietni support.brother.com.

Problēma Risinājums

Uzlīmju printeris nedrukā. • Pārbaudiet, vai lentes kasete ir pareizi ievietota.
•  Ja lentes kasete ir tukša, nomainiet to. Lai pasūtītu materiālus un 

aksesuārus, apmeklējiet vietni www.brother.com.
• Pārbaudiet, vai lentes kasetes pārsegs ir droši aizvērts.
• Pārbaudiet, vai uzlīmju printeris ir ieslēgts.
• Pārbaudiet, vai datora vai mobilās ierīces Bluetooth uzstādījums ir 

ieslēgts.
• Pārbaudiet, vai uzlīmju printeris ir pieslēgts Jūsu datoram vai 

mobilajai ierīcei, izmantojot Bluetooth savienojumu. 
• Pārbaudiet, vai uzlīmju printeris ir atlasīts P-touch lietotnē.
• Pārbaudiet, vai uzlīmju printeris nav sapārots ar citu ierīci.
• Pārliecinieties, ka uzlīmju printeris un Jūsu mobilā iekārta atrodas 

pietiekami tuvu, lai notiktu saziņa.
• Pārbaudiet, vai nav iespējots automātiskais Bluetooth atkārtotas 

savienošanas uzstādījums ar citu datoru vai mobilo ierīci.
• Pārliecinieties, ka tuvumā neatrodas iekārtas, kas izstaro 

radioviļņus (piemēram, mikroviļņu krāsns).   

Symbols and Frames

Set Margins

By default the printer creates a margin of approx. 23 mm at the beginning of each label. To reduce this margin, print multiple labels
continuously.
You can also change the margin before and after the text for the second and subsequent labels when printing multiple labels. 
Select [Chain] to print labels with the narrowest margin width. DO NOT feed the tape until the final label is printed. When the final 
label prints, feed the tape, and press the Tape Cutter Lever.

Symbol Examples Frame Examples

...
...

Auto Format Layouts Examples Accented Character Examples

... ...
For more information about symbols and frames, see the User’s Guide on the Brother support website at support.brother.com.

Large Margin

ABC ABC

2 mm

Approx. 
23 mm

Approx. 
25 mm

2 mm

Approx. 
23 mm

Approx. 
25 mm

ABC : Print area

: Margin

: Laminate margin

Chain

2 mm 2 mm Cut Position

Approx. 23 mm 2 mm

ABC ABC

No Cut

ABC ABC

2 mm 2 mm

Approx. 23 mm 2 mm

Special Tape

ABC ABC

2 mm 2 mm

2 mm

2 mm

Approx. 23 mm

Small Margin

When the label length is approx. 23 mm 
or more

Approx. 23 mm

2 mm

2 mm

2 mm 2 mm

ABC ABC

Small Margin

When the label length is approx. 23 mm 
or less

2 mm

Approx. 23 mm 2 mm

ABC
Approx. 23 mm

ABC
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Initial Settings

Language 
Settings

Set your text entry language.

 [Settings]  / 
 [Language]  / 

Select a language  / 

Unit 
Settings

Set the unit for various types of
adjustments.

 [Settings]  / 
 [Unit]  /  [inch] / 

[mm]  / 

LCD 
Contrast

Adjust the LCD contrast to make it easier 
to read.

 [Settings]  / 
 [Adjustment]  / 

[LCD Contrast]  / 
[-2] to [+2]  / 

Enter Text

New Line Press  to start a new line.
Maximum number of lines for each 
tape width:
18 mm: five lines
12 mm: three lines
9 mm, 6 mm: two lines
3.5 mm: one line

Block
+

Use this feature to include multiple lines
or font sizes on a single label.
Maximum: five blocks

Delete Text 
and Format or

Delete text and formatting.

Delete one character at a time 

Delete all characters
 [Text Only]  / 

Delete all text and formatting.
 [Text & Format]  / 

Tab Insert a tab.
Maximum length: 100 mm

Tab Length Set the tab length.

 [Tab Length]  / 
 Select a value  / 

Upper-Case
Lower-Case

Switch between upper-case and 
lower-case characters.

Label 
Length

Set the label length you want.
[Auto]: Automatically adjusts the label 
length to the length of the text.

 [Length]  / 
 Select a value  / 

Text 
Reminder

Saves frequently used text for quick 
retrieval.

Enter characters  Shows suggested 
text?  Select a text  / 

Symbol
Characters

Inserts symbols, units, and pictures.

 Select a category  / 
 Select a symbol  / 

Accented
Characters

Select an entered character and convert it 
to an accented character.

Enter characters  Select 
an accent  / 

Frame Add a decorative frame to your label.

 Select a frame category 
 /  Select a frame 
 / 

Change Font

Change 
Font

Change the label font, size, width, style, 
and alignment.

 Select a font type  / 
 Select attribute value 

 / 

Change 
Font Line 
By Line

+
Change the line font, size, width, style, 
and alignment.

 Move the cursor to the line you want
to change  +  Select
a font type  /  Select
attribute value  / 

Auto Fit 
Style

Automatically adjust the text size to fit the 
label length.
[Text Size]: Adjust to the length of the label
[Text Width]: Adjust by condensing the 
character width by half

 [Settings]  / 
[Auto Fit Style]  /  [Text 
Size] / [Text Width]  / 

Set Margins

Set 
Margins

Set the margins before and after an 
entered character.
[Small Margin]: Insert a margin of 
approx. 23 mm before the first label only, 
and then insert margins of 2 mm between 
the subsequent labels.
[Large Margin]: Insert an initial margin 
of approx. 25 mm is inserted before and 
after the text of each label.
[Chain]: Print multiple labels with minimal 
margins. Insert a margin of approx. 
23 mm before the first label only, and 
then insert margins of 2 mm between the 
subsequent labels.
[No Cut]: Print multi-part labels or use 
special tape, and then cut the labels 
manually.
[Special Tape]: Use this setting when 
printing on special tape.

 [Cut Option]  / 
 Select the margin type  / 

Set Auto Format Layouts

Template Use your favourite designs as templates.

 [Auto Format]  / 
 [Templates]  / 

Select a template category  / 
 Select a template  / 

 Enter text  / 

Block 
Layout

Use block layout patterns as templates.

 [Auto Format]  / 
 [Block Layouts]  / 

Select the tape width  / 
 Select a block layout  / 

Enter text  / 

Print Labels

Preview Use this feature to check the final design 
before printing.

Print Start printing.

When printing a single label:
 /  / 

When printing multiple labels:
 Select a print quantity 

 /  / 

Numbering
Print +

Set this feature when printing consecutive 
alphanumeric characters to add a 
serialised number to each label.

Enter alphanumeric characters  + 
 [Number]  / 

 Set the start position  / 
 Set the end position  / 
 Select a print quantity  /  / 

Mirror 
Print +

Print reversed from left to right.
Print on clear tape and attach it to the 
inside of glass to create a label that can 
be read from the outside.

Enter text  +  [Mirror] 
 /  /  / 

Barcode 
Printing

Create a barcode and print it.

 Select a setting item 
Change the setting content  / 

 Enter barcode data 
 Select a signal  /  / 

Other

Tape 
Feed +

Feed approx. 23 mm of tape to remove 
any slack.

 + 

Save Save your labels and access them later to 
edit and print them, as well as overwrite 
and save edited data.
Maximum number of saved labels: 70 files
Maximum character count per file: 
280 characters

Create a label  Select 
a save destination  / 

Reset Reset the internal memory, for example, 
to reset the Label Printer or delete any 
saved label data.

 [Settings]  / 
 [Reset]  /  Select a 

reset method  /  Confirmation 
message  / 

For more information about using your Label Printer, 
see the User’s Guide on the Brother support website at 
support.brother.com.

Print Labels (cont.)

Error Messages KontaktinformācijaTroubleshooting (cont.)

Troubleshooting

Message Cause/Remedy

Check no. of digits entered The number of digits entered in the barcode data does not match 
the number of digits set in the barcode parameters. Enter the correct 
number of digits. 

Cutter malfunction The Tape Cutter Lever was pressed while trying to print or feed the 
tape. If the tape is jammed in the Cutter unit, remove the tape. Turn 
the Label Printer off and then on again before continuing. 

Label too long The printed label length using the text entered is longer than 
999 mm. Edit the text so that the label length is less than 999 mm. 

Text too long The printed label length using the text entered is longer than the 
length setting. Edit the text to fit within the set length or change the 
length setting. 

System error XX Contact Brother customer service.

Problem Solution
The Label Printer does not 
print.
(cont.)

• Check that the correct printer driver is installed when printing from 
a computer.

• Connect the Label Printer to your computer using the USB Cable 
(included) when printing from a computer.

• If the Print Head is dirty, clean it with a cotton swab or with the 
optional Print Head Cleaning Cassette (TZe-CL4).

• The tape does not feed 
correctly.

• The tape gets stuck inside 
the Label Printer.

• If the tape is bent, cut off the bent section. 
• If the tape is jammed, remove the Tape Cassette, remove the 

jammed tape, and then cut off any damaged tape. 
• Check that the end of the tape exits through the Tape Guide. 
• Confirm that the tape is pointed at the Tape Exit Slot. 
• Remove the Tape Cassette and insert it again. 

An error occurred when 
using a mobile app. 

Go to your mobile application’s settings menu and select Support 
page > FAQs & Troubleshooting. 

The screen is locked, or 
the Label Printer does not 
operate normally.

See the Basic Operations section in this guide and reset the Label 
Printer’s internal memory to the factory settings. If resetting the Label 
Printer does not solve the problem, disconnect the AC Adapter and 
remove the batteries for more than 10 minutes.

The LCD remains blank 
after turning the power on.

Check that the batteries are correctly installed or that the AC Adapter 
included with your Label Printer is correctly connected.

The LCD messages are 
displayed in a foreign 
language.

See the Basic Operations section in this guide to select your 
language.

The Label Printer stops 
while printing a label.

• Replace the Tape Cassette if striped tape is visible as this indicates 
that you have reached the end of the tape.

• Replace all batteries or connect the AC Adapter directly to the Label 
Printer.

Previously saved label files 
are not available.

All files saved in the internal memory are deleted if the batteries are 
weak or the AC Adapter is disconnected.

• I cannot install the Printer 
Driver even if I follow the 
correct procedure.

• I cannot see my printer 
listed in P-touch Editor 
even though I have 
installed the Printer Driver.

If you cannot use your Label Printer even though you have installed 
the Printer Driver:
1.  Download the Printer Driver Uninstaller from your model’s page at 

support.brother.com.
2.  Use the Printer Driver Uninstaller to remove the printer information.
3.  Run the Printer Driver Installer again and follow the on-screen 

instructions to proceed with the installation.

Problēma Risinājums

Tintes lente atrodas 
atsevišķi no tintes rullīša.

Ja tintes lente ir pārplēsta, nomainiet lentes kaseti.
Ja ne, atstājiet lenti nenogrieztu un uzmanīgi 
izņemiet lentes kaseti. Tad uztiniet vaļīgo tintes lenti 
atpakaļ uz  spoles.

Nav salasāmi izdrukātie 
svītrkodi vai QR kodi. 

• Nomainiet lenti. (Rekomendācija: melna vai balta lente)
• Palieliniet svītrkodus vai QR kodus Jūsu izmantotajā lietotnē.

Es nezinu uzlīmju printera 
aparātprogrammatūras 
versiju.

Pārbaudiet aparātprogrammatūras informāciju, nospiežot šādus taustiņus:

 [Settings]  /  [Version Information] 
 / 

Kad uzlīme ir izdrukāta 
abās teksta malās, ir 
pārāk lielas apmales.

• Kad Jūs izmantojat [Small Margin] uzstādījumu, uzlīmju printeris
padod apmēram 23 mm lentes pirms katras uzlīmes.
[Chain] uzstādījumu. Pēc tam kad ir izdrukāta pēdējā uzlīme, nospiediet

•

•

Uzlīmju printeris padod apmēram 23 mm lentes pirms katras jaunas
uzlīmes. Drukājot vairākas uzlīmes, Jūs varat samazināttukšo
laukumu otrajai un nākamajām uzlīmēm. Atlasiet [Chain]
uzstādījumu drukas izvēles uzstādījumos. Tad drukājiet savas
uzlīmes un atstājiet pēdējo uzlīmi printerī, līdz esat gatavs drukāt
jaunu uzlīmi.
Pēc tam, kad tiek izdrukāta pēdējā uzlīme, nospiediet           un
vienlaicīgi, lai padotu lenti, tad izvelciet un nogrieziet pēdējo uzlīmi.
Ņemiet vērā, ka, izmantojot šo metodi, uzlīmju printeris pados
apmēram 23 mm lentes pirms nākamās jaunās uzlīmes.

Nevar palielināt fonta 
izmēru.

Fonts jau ir maksimālajā uzlīmes platuma izmērā. Vai arī uzlīmes 
garums ir uzstādīts, tādēļ pastāv fonta izmēra ierobežojums, lai 
izvairītos no uzstādītā garuma pārsniegšanas. 

Kad tiek drukātas vairākas 
uzlīmes, pēdējā uzlīme  
netiek pareizi nogriezta.

Kad ir iespējota ķēdes druka, padodiet lenti, lai izvilktu pēdējo 
printēto uzlīmi, tad nospiediet lentes griezni, lai nogrieztu uzlīmi 
manuāli.

Es nevaru atjaunot printera 
aparātprogrammatūru, 
izmantojot P-touch atjaunošanas 
programmatūru, Transfer 
Express, vai Mac Update Tool.

Pārstartējiet printeri un mēģiniet atkārtoti atjaunot 
aparātprogrammatūru. Atjaunošanas laikā nespiediet pogas.

Rullītis

Apmeklējiet vietni www.brother.lv, lai iegūtu kontaktinformāciju saziņai ar 
vietējo Brother biroju.

Lai pasūtītu materiālus un piederumus:
www.brother.lv/supplies

If you need additional help, visit support.brother.com.

Problem Solution

The Label Printer does not 
print.

• Check that the Tape Cassette is inserted correctly.
• If the Tape Cassette is empty, replace it. To order supplies and 

accessories, visit www.brother.com.
• Check that the Tape cassette compartment Cover is securely closed.
• Check that the Label Printer is on.
• Check that the computer’s or mobile device’s Bluetooth setting is on.
• Check that the Label Printer is connected to your computer or 

mobile device via Bluetooth.
• Check that the Label Printer is selected in the P-touch app.
• Check that the Label Printer is not paired with another device.
• Make sure the Label Printer and your mobile device or computer 

are close enough to communicate.
• Check that the automatic Bluetooth re-connection setting of 

another computer or mobile device is not enabled.
• Make sure no devices that emit radio waves (for example, 

a microwave oven) are located nearby.

Symbols and Frames

Set Margins

By default the printer creates a margin of approx. 23 mm at the beginning of each label. To reduce this margin, print multiple labels
continuously.
You can also change the margin before and after the text for the second and subsequent labels when printing multiple labels. 
Select [Chain] to print labels with the narrowest margin width. DO NOT feed the tape until the final label is printed. When the final 
label prints, feed the tape, and press the Tape Cutter Lever.

Symbol Examples Frame Examples

...
...

Auto Format Layouts Examples Accented Character Examples

... ...
For more information about symbols and frames, see the User’s Guide on the Brother support website at support.brother.com.

Large Margin

ABC ABC

2 mm

Approx. 
23 mm

Approx. 
25 mm

2 mm

Approx. 
23 mm

Approx. 
25 mm

ABC : Print area

: Margin

: Laminate margin

Chain

2 mm 2 mm Cut Position

Approx. 23 mm 2 mm

ABC ABC

No Cut

ABC ABC

2 mm 2 mm

Approx. 23 mm 2 mm

Special Tape

ABC ABC

2 mm 2 mm

2 mm

2 mm

Approx. 23 mm

Small Margin

When the label length is approx. 23 mm 
or more

Approx. 23 mm

2 mm

2 mm

2 mm 2 mm

ABC ABC

Small Margin

When the label length is approx. 23 mm 
or less

2 mm

Approx. 23 mm 2 mm

ABC
Approx. 23 mm

ABC

Enter Text (cont.)

 un , lai padotu lenti, nospiediet lentes griežņa sviru.

https://www.brother.lv/
https://www.brother.lv/supplies
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