


Clause 7.2 of BS EN 50174-1 regulations state:

>  Care shall be taken that labels are applied such that they are 
easily accessed, read and modified if required

>  Labels shall be robust and the markings shall remain and be 
readable/legible for the lifetime of the cabling

>  Labels shall not be affected by dampness or smudge when 
handled

>  Labels used in an outdoor or other harsh environments shall 
be designed to withstand the rigours of that environment

>  If changes are made (for example, a patch panel), labels shall 
be inspected to determine if the information recorded on the 
labels require to be updated.

Our extensive range of over 60 tapes in 
a variety of colours and widths include:
>  Standard laminated tapes with hardwearing and fade resistant 

laminated technology

>  Strong adhesive tapes ideal for irregular surfaces with 50% more 
strength to stay put in the most demanding environments

>  Flexible ID tapes specially formulated to wrap securely around 
wires and cables

>  Heat shrink tubing for robust cable identification

>  Security laminated tapes - when the label is peeled, it leaves behind 
a ‘checkerboard’ pattern indicating the label has been tampered with.

We know how important it is to 
comply with the BS EN standards
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That’s why we’ve designed our P-touch laminated labels to last, wherever you use them. 

Our laminated tape technology means our labels are designed to stick around and 

ensure your text is protected. With excellent resistance to water, abrasion, chemicals, 

fading and temperature extremes, they’ll never let you down. And their strong adhesion 

means when you label something on-site, it stays labelled.


